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T | Recent English Domestic Work 


Tel. Address : <“ Dejongoli, Londor Telephone : 442 North. 


F. DEJONG s CO. Ltd, 


Modellers and M E T s of 


Ornamental Fibrous Plaster and Carton Pierre. 
High-Class Artistic Painters 
Ceiling and Wall Decorations in all Styles. 


Cornell Muiversity Library 


BOUGHT WITH THE INCOME 
ROM THE 
SAGE ENDOWMENT FUND 
THE GIFT OF 


, Henry W. Sage VN, N.W. 
1891 


HIGHEST QUALITY SANITARY AND 
SANITARY HOT-WATER 
FITTINGS. ENGINEERS. 


Offices and Showrooms: 35, RED LION SQUARE, HOLBORN, W,C. | 


HELLYER “ 


111 


` RENDLE'S 
INVINCIBLE GLASS ROOFING 


FOR ALL KINDS OF ROOF LIGHTING. 
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EAST AND WEST COURTS, VICTORIA AND ALBERT MUSEUM. 


USED BY ALL THE LEADING RAILWAY COMPANIES. 


Three Good Examples are 


VICTORIA AND ALBERT MUSEUM .. 63,000 ft. super. 
WATERLOO STATION .. " .. . 500,000 ft. 
VICTORIA STATION _... E .. 320,000 ft. 


T (when finished) 


Detail Drawings and Estimates from— 


W. EDGCUMBE RENDLE & CO., Lr». 


5, VICTORIA STREET, S.W. 
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Alterations, &c., Alde House, Aldeburgh  - - - 80 
FORSYTH AND MAULE, LONDON. 
New Farmhouse, Astonbury, Herts - - - - 86 
Farmhouses and Cottages in Dorset - - - - 89 
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HUDDERSFIELD SHOWROOMS- 5, Britannia Chambers, 


MANCHESTER SHOWROOMS- Scottish Life Buildings, 36, Deansgate. 


| Special Г Issue of The Archit rchitectural Review Review КА 


SPECIALISTS IN COOKING 
ЯШЕ. . and . 

CN M Hi ш =н | HOT-WATER APPARATUS. 
Kitchens in hand at present include— 


New Freemasons’ Tavern, New Cordwainers’ 
Hall, New Central Young Men’s Christian 
Association, also several large Kitchens for the 


The above represents a system which BENHAM & Sons, LTD., have found most successful. 


Admiralty, and private Kitchens. 
On the left hand is shown a *WIGMORE" INDEPENDENT BOILER with cylinder over. 


This is very economical, and will give a constant supply of very hot water at all hours, to 
satisfy all demands. 
Messrs. BENHAM & Sons, Ltd., will undertake to put any hot-water system right if the 
matter is placed in their hands, as they have made a great study of the subject. Hot-Water 
Work can easily be installed wrong, but it needs special knowledge to put it right again. Ж 


On the right hand is shown опе of, BENHAM'S “WIGMORE” KITCHENERS with 
perfect roasting fire. 


Some of the Country Houses in which BENHAM'S * WIGMORE" INDEPENDENT HOT-WATER SYSTEM has been installed successfully : 


Sherborne House, Gloucestershire | .Barton Court, Hungerford (W. Parrott, Esq.). | Maesycrugiau Manor (Sir C. Mansel, Bart.). 
Laviniten Barks Botvirth ee A i E Lamport Hall, Northampton (Rt. Hon. Lord Ludlow). Wilsford House, Salisbury (Sir E. Tennant, Bart.). 
Stockeld Park, Wetherby (К. J. Foster, Esq. - Park Gate, Battle (Hon. T. A. Brassey). Alltyrodin Llandyssil (Hon. Mrs. Stewart). 
Kingsclere House, Hants Willingham House, Gainsborough (R. C. Bacon, Esq.) Bletchley Park, Bletchley (Н. S. Leon, Esq.) 

(His Grace the Duke of Westminster), | Headley Park, Epsom (J. Newton Mappin, Esq.). "EY Hall, Yorks (Rt. Hon. Lord Knaresborough). 


Offices and Showrooms: 66, WIGMORE STREET, LONDON, W. 


PETROL or PARAFFIN ELECTRIC LIGHTING 


ELECTRIC SET. Miis; 
| TOWN and COUNTRY HOUSES. 


T. CLARKE & CO., 


129, Sloane Street, 


Chelsea, S.W. 


DESIGNS AND ESTIMATES FREE. 


Spacious Showrooms where 


can be seen large selection 
The above Set, used in conjunction with Metallic of Fittings in all periods. 


Filament Lamps, forms an efficient and economical 


method of lighting Country Houses, etc. ARCHITECTS’ OWN IDEAS CARRIED OUT. 
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STRODE & CO, 


COUNTRY HOUSE SPECIALISTS 


«Fees. р-р. Б-г or 
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AEROGEN, 
The New 
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Petrol-Air и 20 1 
Safety Gas | 1 PLANTS, 
for oi with 
‘Lighting, p 1 Metallic 
Cooking, Lamps. 


Heating. 


LIGHTING and HEATING. 
WATER SUPPLIES, FIRE PREVENTION, COOKING APPARATUS, 
ELECTRIC LIGHT AND GAS FITTINGS, ART METAL WORK. 


Works and Showrooms : City Showrooms : 
48, OSNABURGH STREET, LONDON. 67, ST. PAUL'S CHURCHYARD, E.C. 


S e Issue of The Archi The A rchitectural Review vii 
ENGLISH MADE 


MOWAR D PARQUETRY 


INDIAN TEAK 
PARQUET FLOOR RS 


From Qt Per Foot : 


Makers of . .... 
OAK PANELLING 
OAK FLOORING 
JOINERY...E& 


TOWARD ORS. 
MO o> BERNERS. S.W 


A.V. GIFKIND & 6? 


68 VICTORIA S2RELF, 
Ф WROTAINGREP. 


EukenPIGAE MaepANMAR & HYDSAVIlG BNGINEEDS 
DPHSLAIONS 1x GoUNSRY Moves әйдә 


FoR 


имене, МАТЕР SUPP UY, VENWIEANDIS, HEATING, 


PIPE PROPEGPION, PARA MAGHINEPY, Бенно e PEuEPHSES 
Gowesactens TO Tan ApnnÉAVET, Артророытли Аид» Boars Ere. 
TPEEPHANE G3 WESTAINSTER "EBEGRAAS AVAIgNG unONDOM. 
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GLASGOW : 
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CASEMENTS 


LEADED LIGHTS 
LOCKS 
DOOR FITTINGS 
WINDOW GEAR 
STEEL SASHES 

GLASS ROOFING 


Complete Catalogue containing several new ideas 
and inventions on application 


BIRMINGHAM: 55 Lionel Street 


LONDON: 39 Victoria Street 


MANCHESTER: 21 Spring Gardens 
134 St. Vincent Street 


Special issue of The Architectural Review x 


REINFORCED) 
CONCRETE 


KAHN 
SYSTEM. 
HIGH-CLASS 
BUILDINGS, 
Saas xe RESIDENCES 

LARGE 

CONSTRUCTIONS 

MARLBORO' 


BLENHEIM HOTEL, 


KAHN TRUSSED 
BARS are unparalleled for 
FIRE RESISTANCE. а 


7 he Trussed Concrete Steel Co., Ltd., 


61, Caxton House, WESTMINSTER, S.W. 
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ARTESIAN 3222. 


TUBE WELLS 


For Pure Water Supplies. 


PUMPING MACHINERY 


and 


COMPLETE INSTALLATIONS. 


Inspection of Sites and Geological Reports 
made in any part of the country. 


500,000 gallons d fl b tural 
nq d ы OF ی‎ AM owing by natural OVER 40 YEARS’ EXPERIENCE. 


gravitation from one of our Artesian 
Wells in the South of England. 


DUKE & OCKENDEN, Lr». 


126, Southwark Street, LONDON, S.E. 


Works: FERRY WHARF, LITTLEHAMPTON. ESTD. 1868. 


STEVENS & ADAMS, ==. 


FLOORING SPECIALISTS. 


FLOORS DESIGNED FOR DECORATIVE SCHEMES OR 
ARCHITECTS DESIGNS SUE Eu EXECUTED IN 


O k represented in buildings | PARQUETRY, 
ase аг кне in this book, WOOD BLOCK, 


and we are Ms to refer to many well- STRAIGHT OAK, 
known buildings throughout the kingdom. M ARB LE M OS AIC. 


Victoria Works, POINT PLEASANT, Wandsworth, LONDON, S.W. 


LL a ee ne سے س‎ 
The SEYSSEL AND METALLIC LAVA ASPHALTE CO., 


42, POULTRY, LONDON, E.C. 
are SPECIALISTS in | - 


An Illustrated Cat many im portant points, can be had upon Appucauon. 
Telephone votare aud ay реле, зенин wm d " Telegraphic Address—'* INSCRIBE, LONDON 
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EXPANDED METAL 


REINFORCED CONCRETE 


and Fire-Resisting Construction. 
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ISOLATION HOSPITAL. DIG DAG HILL, CHESHUNT. R. H. Jeffes, Esq., A.M.I.C.E., Council Surveyor. 


EXPANDED METAL used in Floors, Roofs, Partitions, and Ceilings. 


EXPANDED STEEL 


is the best reinforcement for Concrete FLOORS, WALLS, 
ROOFS, FOUNDATIONS, BRIDGES, GRAIN SILOS, 
RESERVOIRS, &c. 


EXPANDED METAL LATHING 


is unequalled for PLASTERWORK, WALLS, PARTITIONS, CEILINGS, 
and STEELWORK ENCASING. It is FIREPROOF, VERMIN PROOF, 
and DAMP PROOF. 


HANDBOOK AND PRICE LIST 
will be sent FREE оп application. 


THE EXPANDED METAL CO. Ltd. 


YORK MANSION, YORK STREET, WESTMINSTER, S.W. 


Telephones—819 Gerrard & 1514 Victoria. Telegrams—* Distend, London." 
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LOCK WOVEN MESH 


System of 


REINFORCED CONCRETE 


OPEN-AIR SKATING RINK, NEW BRIGHTON, CHESHIRE. 
Tanner's Patent Ferrocon Flooring reinforced with Lock Woven Mesh. 


HE LOCK WOVEN MESH SYSTEM of Reinforced Concrete is par- 

ticularly adapted for use in the construction of FOUNDATIONS, 

FLOORS, ROOFS, WALLS, TANKS, GRAIN SILOS, SEWERS, CUL- 
VERTS, BRIDGES, etc. 


The System combines the highest efficiency with great economy ‘in 

the amount and cost of reinforcement. The mechanical bond at the 

intersection of the wires is a unique feature, preventing the wires 

from getting out of place and insuring uniform strength of reinforcement 
over any given area. 


WRITE for SPECIAL HANDBOOK on REINFORCED CONCRETE, sent FREE on APPLICATION. 


JAMES H. TOZER & SON, Ltd. 


(Reinforced Concrete Department), 


Engineers, Contractors, and Specialists, 


I7, York Mansion, York Street, Westminster, S.W. 


Telephone—732 GERRARD. Telegrams—* BATTLEMENT, LONDON.” 
SCOTLAND: 95, Hope Street, GLASGOW. 
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By Royal Warrant. 


WAYGOOD LIFTS ON R.M.S. 


** MAURETANIA.” 


BRITISH BUILT. 


The Result of Forty Years’ 


R. WAYGOOD & CO., LD. 


Established 183 >. 


Practical Experience 


FALMOUTH ROAD, LONDON, S.E. 


Telephone: 4,000 Hop (Five Lines), 
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The O-S 
WIRING SYSTEM 


is the Neatest and most Econo- 
mical Method of House-Wiring. 


WATERTIGHT. DURABLE. RELIABLE. 


Can be run on the surface without 
disturbing the decorations, and is 
almost invisible 


Specially suitable for concealed work in old country houses and 
all modern buildings. Minimum of cutting of joists and chasing 
of plaster. 


RECOMMENDED FOR CONCENTRIC 
WIRING, INVOLVING HALF THE 
AMOUNT OF WIRE 


fik Fall particulars on application to the Manufacturers— 


SIEMENS BROTHERS & CO., Limited, 
Caxton House, Westminster, LONDON, S.W. 


Special Issue of The Architectural Review - 


LAMPSand FITTINGS 


ARE SUITABLE FOR 


ALL INSTALLATIONS 


AND 


ALL VOLTAGES. 


“Tantalum " Lamps, in addition to жї the ELECTRIC 


LIGHT BILL, are the STRONGEST, CHEAPEST, and 
BELL-SHAPED SPHERICAL 
IAN BEST METALLIC FILAMENT LAMPS. КАМ 


BURN IN ANY POSITION—NO FILAMENT BREAKAGES IN TRANSIT— 
NO INSTRUCTIONS for HANDLING. 


New Electric Light Fittings. 


“TANTALUM "АКС, CEILING — С) : 
With Opal Reflectors. OÒ FITTING. " TANTALUM " ARC, 
Suspension or Down For Opalescent Shades. 
Tube. Made in 15 Designs. Corridors MR 

Numerous For Private Houses, etc., etc. Any Type of 

| i etc., etc А FITTING made 
Designs of Period 2 on Receipt 
Fittings Supplied. : 

ARTISTIC WALL BRACKET. of Enquiry. 


Suitable for Hotels, Halls, etc., etc. 


AN ARTISTIC LANTERN. AN ELEGANT HALL LANTERN. 
Suitable for Halls and Porches of High-class Houses. 


Prices on application. Estimates and Designs Submitted Free. 


SIEMENS BROTHERS DYNAMO WORKS, Ltd. 


T clephones— Head Offíce . Caxton House, Westminster, S.W. Tel : 
| elegrams — 
8388 


asap | CENTRAL. Lamp and Fittings Department: Tyssen Street, Dalston, N.E. STEMODIN, 
4 DAES EOS: ONDON. 
Fittings Showrooms: 99, Upper Thames Street, E.C. 
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“WELLSTOOD” 


Grates, Interiors and Fenders. 
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Illustration shows No. 254 Grate with covings and surround. Size—60in. wide, 51in. high. Fire -27 іп. wide. 


Over 60 Designs are included ín the ** Wellstood " Series of Grates, Interiors 

and Fenders. All the designs are of the highest class and include some of the most 

perfect examples of “ Georgian,” “Adams,” and “ Renaissance” designs in sizes to suit large 
and small rooms. 


Architects can see a selection of the above Grates with suitably designed Chimneypieces 
in our Showrooms at 11, Ludgate Circus, London, E.C., or in Maple and Co.’s Showrooms, 
Tottenham Court Road. Catalogues and Photographs will be forwarded to Architects on 


SMITH & WELLSTOOD, Ltd., 
Head Office and Works: Showrooms 


BONNYBRIDGE, SCOTLAND. > 
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"WELLSTOOD" 


Patent Cooking Ranges. 
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Illustration shows a Patent ‘‘Wellstood’’ Range with Independent Hot Water Supply Boiler with Hot Closet on left and 
Grill on right hand side. 


Patent ** Wellstood" Ranges, which are made with single or double Ovens in many sizes 
and styles, are a long step in advance of anything hitherto attempted in Cooking Range 
construction. They are made with Encased Iron Flues, reinforced where subjected to the 
greatest heat, Automatic Indicating Dampers, Oven Doors packed and lined with Enamelled 
Plates, Pedal Oven Door Openers, Pedal Dust Extractor, Hot Blast Oven Ventilators, Smoke 
Consuming Fire Linings, and many other exclusive improvements which make them the most 
Economical, Durable, Useful, and the Simplest Cooking Ranges to use. 


Patent “ Sidelight Wellstood" Ranges are fitted with all the improvements described 
above; and, being independent of an opening, are very suitable for use where difficulties may be 


experienced with lighting. 


A Practical Handbook of ‘‘ Wellstood ’’ Ranges for the 
use of Architects will be forwarded on application. 


Showrooms and Warehouses— 


LONDON- II, Ludgate Circus, and 7, Upper Thames Street, Е.С. 


LIVERPOOL— EDINBURGH— DUBLIN— GLASGOW— 
20, Canning Place. 17, Greenside Place. 33, Parliament Street. 11, Dixon Street. 
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SS «=» 
) rd rn RR 
ror Designing, 
Engraving, 
and | | 


Colour Reproductions, 


and for the production of . . .. 
Illustrated Matter by all Processes, 


j CARL HENTSCHEL | 


who will gladly - submit 
Specimens and Quotations 
on application. 


Ee 


The Illustrations ш this. Journal 
are produced by us. 


HEAD OFFICES: 


182, 183, and 184, Fleet Street, 
London, E.C. 


And at WEST NORWOOD and PARIS. 
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=" BROMSGROVE GUILD, 


BROMSGROVE, 
WORCESTERSHIRE. 
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Plasterwork, Ardenrun Place. Architect, ERNEST Newron, Esg., F.R.I.B.A. 


THE BROMSGROVE GUILD desire that you will favour them 


with your enquiries in their various branches of production. 


METALWORKERS, IRON AND BRONZE FOUNDERS. 
MEDALLISTS AND SILVERSMITHS. 
PLASTERERS. LEADWORKERS. 

EVERY DESCRIPTION OF GARDEN DECORATION. 

SCULPTORS & CARVERS IN MARBLE, STONE & WOOD. 

WOODWORKERS AND FURNITURE MAKERS. 

STAINED GLASS AND MOSAIC WORKERS. 

DECORATIVE WORK OF EVERY DESCRIPTION, 


METALWORKERS TO H.M. THE KING. 
Sculptors of the Silver Statuette of the Blessed Jeanne d Arc in the Vatican Treasury. 
GRAND PRIX, 


DIPLOMA OF HONOUR, | 1908 
GOLD MEDAL, ) 
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MACFARIANES CASTINGS 


SHARP, CLEAN AND FULL OF CHABACTER. 


BUILDING FROATS IN CAST IRON 
AS CARRID ОЛ AT COTTON EXCHAAGE з 
ORLEANS MOUSE AND VARIOUS ; 
OTHER BUILDINGS IN LIVERPOOL 
MAXIMUM OF LIGHT AAD SPACE 


WALTER MACFARLANE & C? 
LS SARACEN FOUNDRY a 
S ^ GLASGOW. "9 
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SHANKS’ Patent LAVATORY, 
“EUREKA.” 


Accessible Waste and Overflow on an entirely new principle, and a great 
advance on all preceding patterns. 


Points of Advantage to be noted: 2 
Interior of basin free of metal parts. 2 WA 
Overflow sufficient to take all the water from both taps running 7 S = 
full bore. N e= 


Overflow and waste fittings constantly under observation and 2 
accessible for cleaning. There is no part that cannot be at 775 
once reached by the hand. j 


Reference to the Sectional Drawings will show the principle of con- 
struction. The overflow chamber at back (A) is fitted with hollow plug (B), 
which closes the outlet (C) from basin to back chamber. When basin 
overflows the water runs through the hollow plug direct into waste. This 
type of waste is peculiarly suitable for sinks, and has been adapted not only 
to a large range of lavatories but to several patterns of sinks. The lavatories 
are made in “ Victorian” Fireclay and also in White Vitro-Porcelain. / 

Illustrated Catalogue will be sent on application. 
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STOCKS KEPT AT OUR LONDON WAREHOUSE: 


Levern Works: YORK ROAD, KING’S CROSS, LONDON, 


And at our other Branches. 


Tubal Work Victorian Potteries, 
SHANKS ё CO., Ltd., BARRHEAD. near GLASGOW. 


MANCHESTER : 12, Deansgate. LONDON: 81, New Bond Street, W. GLASGOW : 1034, St. Vincent Street. 
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3X. TONKS LTD. * 


Trade Mark. Trade Mark. 


Moseley Street, 


BIRMINGHAM. 


Designers and Workers in 


all kinds of Brass and 
Bronze Work. 
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Door Fittings 


for 


Inside & Outside 
use. 


Electric Fittings 


FOR 
Public and Domestic Buildings. 


Designs to suit all Periods sent on application. 


Fanlight 
Gearing. 


The “Roy” Patent 
Fanlíght Opener 
will be found a perfect 
arrangement for open- 
ing high casements, and 


| is smooth and steady 


\ in action. 


x 
ГОА Casement Stays. 
ere 


The Patent Improved "Wedge-Telo"'' 
Stay has a Telescopic Action, combined 
with the’ fastening based on the well-known 
principle of the wedge, therefore there is 
no: projection, and it is absolutely secure. 


м 


SECTION 
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MELLOWES & CO., Ltd. 


“Eclipse” Roof Glazing. 


A 


GARAGE FOR THE GROSVENOR MOTOR CO., Ltd., CHESTER. 
Roof Glazed by Mellowes & Co., Ltd. on the ''Eclipse'" System. 


NO PAINT. 
NO PUTTY. 29 Years’ 
NO ASBESTOS. 
NO MAINTENANCE Test. 


REQUIRED. 


SECTION. 
z No. 8 Bar. 


SHEFFIELD (Works). LONDON: 28, Victoria Street, Westminster, S.W. 
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The Art Pavements and Decorations, Ltd., 


WORKERS IN MARBLE AND MOSAICS, 
WALL AND FLOOR TILE MANUFACTURERS. 


Works ; 7, Emerald Street, Theobald’s Road, 
ST. PAUL’S CRESCENT, CAMDEN TOWN, N.W. 


MARLOW & STOKE-ON-TRENT. LONDON, W.C. 
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Parquetry & Block F wm Marble Masonry 


OF EVERY DESCRIPTION, 


Of Every Description. 
In OAK, TEAK, MAPLE, JARRAH, &c, &. MARBLE TILES. COLUMNS 


“ARMADEK” Composition Flooring. "d po CURBS, 
, с eC, ete. 
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Jointless, Fireproof, and Sanitary. 
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MOSAICS of Every Description. Flour Tiles: | EXE, gO кее” 19,550 уе 


ROMAN MOSAIC. TERRAZZO MOSAIC. | 
BRECCIA MOSAIC. CERAMIC MOSAIC. | Faience. 
GOLD AND VENETIAN GLASS MOSAIC. 
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` GRANITE 
MARBLE 


OF ALL KINDS FOR 


BUILDING WORK. 


| POLISHED GRANITES 


In Special Colours. 


| LARGE BLOCKS 


FOR 


| і Docks & Eneinaering Work 
= шет: =| A SPECIALITY. 


A. & F. MANUELLE, 


Quarries: 


ABERDEEN, GUERNSEY, 
LEICESTER, NORWAY, 
. SWEDEN. 


ESTIMATES FROM ARCHITECTIS' DESIGNS. 


"mn 


vi ME 


d à = 
Ы = 4 
инип „г Ta 
, [ 4 ; te fi Pa 8 4 — 


' 


teil 


Ten 


H 
if 


Contractors for the GRANITE and MARBLE 

WORK in the RITZ HOTEL, “MORNING 

POST," LIVERPOOL COTTON EXCHANGE, 
etc., etc. 


` Now erecting GRANITE WORK for 


THE ROYAL LIVER BUILDING. 


HEAD OFFICE: 


57, Gracechurch Street, 
LONDON, E.C. B а 


xU RESQ WP x. 


ABERDEEN, GUERNSEY, and NORWAY. 
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W. RICHARDSON & CO. 


Consulting Engineers and Specialists in 


HEATING & VENTILATION. 


The following are a few Contracts at present in hand 
or recently completed :— 
DURHAM CATHEDRAL. 
(C. Hodgson Fowler, Esq., Arch., Durham.) 
THE ASHTON MEMORIAL, LANCASTER. 
(John Belcher, Esq., R.A., Arch., Hanover Square, W.) 
ANSTIE GRANGE, SURREY, for Cuthbert E. Heath, Esq. 
(W. H. White, Esq., R.A., Arch., Cavendish Square, W.) 
HOLMBURY, for W. Joynson Hicks, Esq., M.P. 
(Wilson & Gray, Archs., Grosvenor Square, W.) 


THE SHAFTESBURY THEATRE, LONDON. 
(F. A. Tugwell, Eso., Arch., ры 


Plans and Estimates F ree for Complete Plants, including 
Domestic Hot-water Supply, Steam Cookers, 
Mechanical Ventilation, etc. | 


LONDON OFFICE: BELGRAVIA CHAMBERS, 
————— — VICTORIA STREET, S.W. 


Telegrams : Telephone :— 
t RICHARDSON, DARLINGTON,” 17 DARLINGTON. 
" HorTICRAFT, LONDON," 5947 WESTMINSTER, 
DURHAM CATHEDRAL, 
at present being heated by us under DA RI i N G ў О N 
C. Hodgson Fowler, Esq., Architect. Ш 


ТНЕ THE ARTIFICERS' GUILD. 


Architectural 
Review : Р 


WORK. 
A MAGAZINE OF ARCHITECTURE 
AND THE ARTS OF DESIGN 
EDITED BY 
MERVYN E. MACARTNEY, B.A. 
i 9, MADDOX 
F.R.LB.A,, F.S.A. = 
| Telephone : 
THE ARCHITECTURAL REVIEW appeals to STREET, : 
all interested in Architecture and the allied 256 , е МҮН 
Arts of Design. А large part of each issue жаы Ж. — 


is devoted to illustrations of design in the 
House and Garden, Mural Painting, Sculp- 
ture, and Furniture. 


THE Review can be ordered at the Railway 
Bookstalls and all Newsagents. 


Price 4 /- MONTHLY. 
Annual Subscription, 4 G/- post free. 
A SAMPLE COPY SENT GRATIS. 


CAXTON HOUSE,WESTMINSTER,S.W. 
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Prize Medal and Diploma Awarded Telephone 474 Croydon. 
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Electric Light & Power Engineers, 


Faraday Works, 
Contractors to H.M. Government. GLADSTONE ROAD, CROYDON. a 


SPECIFICATIONS & ESTIMATES GIVEN. 


eee COUNTRY HOUSE INSTALLATIONS 


the personal supervision of 


W. J. BISHOP, A.I.E.E. OUR SPECIALTY. 
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Owners of Land, Building Sites, Country Estates, and all connected with House Property 
should obtain the New Edition of 


SPECIFICATION 


(No. 12, 1909-10.) 


Price 3/6 Nett. sy posr, 4. 
SPECIAL POINTS ABOUT THE NEW EDITION : 


1. It has been very drastically revised and brought up to date in conformity with the opinions and suggestions of many well-known 

Architects and other professional men. | 
2. А general Index of Special Articles on Planning and Equipment which have appeared in previous issues is included. 
3. The information has been rigidly condensed in order to reduce the bulk of the volume, and to make it easier for reference. 


Supplied by all Newsagents or direct from the Publishers — | 


TECHNICAL JOURNALS, Ltd., Caxton House, Westminster, LONDON, S.W. 
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To Architects— 


The Stove that Satisfies 
your Clients is the 


*HEAPED" FIRE] | KA 


(Bratt's Patent). 
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Clean. Labour- 1 ELECTRIC LIGHT Ф. / 
FITTINGS Ne 
е е 2 PUT d GN 
Efficient. Saving. WINS) 
(works ii 
D B cki ham 9: 
U D e 
Used under the follewiig well-known Architects— NT | | S how-100ms 
Aylwin O. Cave, Esq. Mervyn E. Macartney, Esq. D oz |||! 146-150 Waxclour ot 
E. Guy Dawber, Esq. Ernest Newton, Esq. NS P. London 
Horace Field, Esq. Messrs. Nicholson & Corlette. #316271 i 
H. M. Fletcher, Esq. - Niven & Wigglesworth. 
P. Morley Horder, Esq. C. H. B. Quennell, Esq. 
Geoffrey Lucas, Esq. Leonard Stokes, Esq. 


Ё Sole Manufacturers— 


IBRATT, COLBRAN & CO., 


10, Mortimer St., LONDON, W. 


ve] IF YOU DESIRE 
= xx xe || EFFECT A SAVING 


Ask the R.S.Q.O. for 


i f You will Prices. 
ў б. norman || THAT'S NECESSARY 
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À Realize their Value to 


You will yc: 
THAT’S DISCERNMENT 


ш See why it pays you to 
You will кут 7 
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A Revolution in n Lighting. 
AIR GAS FOR COUNTRY HOUSES 


THE AIRALITE GAS PRODUCER It can be Used for: 


supplies a gas known either as Non- Lighting, Churches, 
Explosive or Safety Gas, which is a. mix- Heating, and Railway Stations, 
ture of a large volume of air with a small Cooking ia Milis, 

à 8 Country Houses, Street Lighting, 
quantity of petrol vapour. The proportions Bungalows, Асс 


are such that it does not come within the 
explosive limits, and it is not poisonous 


when breathed. Its Chief Advantages are: 


The gas can be used for almost every Its Extreme + d Skilled = 
purpose that Coal Gas is used for and at Simplicity. abour required. 
ў 4 Its Safety. No Explosions or 
a very much lower cost, while owing to its СЫ: E Dangerous 
perfect combustion it neither vitiates the air - Cleanliness. Fumes. 
nor discolours pictures, ceilings, &c. No Waste or Its Constant and 
Condensation. Steady Light. 


‘The machine occupies a small space, and is automatic and self-contained. 


Estimates for further particu'ars given upon application to— 


THE NON-EXPLOSIVE GAS CO. Ltd., 


"Жы. ul ры ico, S S.W. 85, LONDON WALL, LONDON, E.C. 
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By placing one contract 


for Building, Decoration, Furnishing, Sanitation, and all 
Interior Fittings in the hands of Warings, whose un- 
paralleled organization enables them to undertake the whole 
work, thus saving the otherwise inevitable sub-contracting 
and its attendant evils, Architects are relieved of an 
immense amount of anxiety and expense, and can depend 


upon the work being carried out in the specified time. 


j j 7 > 164 to180, Oxford St., 
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THERE IS A SENSE 
OF ENTIRE SATIS 
FACTION AND APTNESS 


about all Heal furniture that appeals at once 
to a refined taste. In our workshops we aim at 
reproducing the feeling and spirit of the furni- 
ture of older masters without slavishly copying 
old pieces. Most of our designs, though entirely 
original, harmonise perfectly with examples 
of the seventeenth and eighteenth centuries. 


We shall be pleased to 


forward our Illustrated 
Booklets free by post. 


HEAL & SON 


Tottenham Court Road, W. 
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Pitchford Hall. 
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ENGLISH DOMESTIC WORK 


(92 T the close of one of the very 
worst years known to the 
present generation in the 
building trade, it is hard 
indeed to write a satisfying 
account of the progress of 
English Domestic Architec- 
ture. Cycles of depressed 
trade react most quickly upon the production of 
luxuries; and the better class of house-building 15 
one of those luxuries that very quickly reflects 
the barometer of depressed trade. The fall in 
securities and stocks always affects house-building 
adversely, since the majority of prospective build- 
ing owners have their money invested until they 
are ready to begin building operations. Thus 
many schemes for dwellings for which architects 
have prepared plans and builders have submitted 
tenders are deferred or “held up” because the 
building owner does not feel justified in selling 
out stock at a loss. 

But the inevitable set-backs attending the 
present prolonged depression in the building trade 
have been magnified during the present year in a 
disastrous manner. Politics, of course, have no 
part in our survey; but it is impossible to ignore 
the fact that the Finance Bill, which has occupied 
the attention of Parliament for the best part of 
the year, has thoroughly frightened the majority 
of building owners, and deterred them in a great 
measure from embarking on schemes of house- 
building. The imposts on land, on pleasure- 
grounds above a certain area, and the tax on “ un- 
earned increment," combined with an increased 
Income tax upon incomes over a certain figure, 
have not been conducive, in a period of trade de- 
pression, to the progress of refined and intelligent 
house-building; and this unfortunate abstention 
has not been made better by assurances from 
members of the Government and its supporters 
that these new taxes are but the “thin end of 
the wedge," which may be driven in farther in 
succeeding years. Whether the Budget proposals 
are to be welcomed or denounced, the fact remains 
that wealthy or comparatively wealthy clients 
have buttoned up their pockets, and that architects 
and builders have suffered severely thereby. One 
well-known domestic architect has put the case 
very succinctly thus :—‘‘ I must be employed either 
by rich people or by the State.” As ће rich people 
show no present disposition to build, and the State 
is equally neglectful of architects in general, there 
is little to say about domestic work of the present 
year. It has been a period of marking time. 

In these circumstances it is not surprising that 


IN 1909. 


the domestic work of 1909 exhibits no marked 
deviation from the lines that have been current 
during the past few years. The intelligent princi- 
ple that in districts with decided characteristics of 
house-building a new dwelling should conform to 
the local traditions is receiving increased recogni- 
tion; and it is needless to add that so desirable a 
course should commend itself to both clients and 
architects. The vulgar mind leans towards a 
dwelling whose chief virtue is its dissimilarity to 
everything around it; and this mental outlook 15 
often defended as a desirable protest against lack 
of character and mediocre monotony; but refine- 
ment and artistic perception will find means of 
individual expression as much in the form and 
manner of using materials as in the materials 
themselves. 

Thus we are becoming accustomed to stone 
building in stone districts, to half-timber in half- 
timber countries, to ‘‘magpie” architecture in 
Cheshire, of which Messrs. W. & S. Owen fur- 
nish an example. Of stone buildings we show 
numerous examples, among which may be cited 
Burton Manor, Cheshire, by Messrs. Nicholson 
and Corlette; Caldy Manor, Cheshire, and the 
Court House, Broadway, by Mr. E. Guy Dawber; 
Newton Green Hall, Leeds, by Messrs. Adkin and 
Hill; Little Bridge, Gosforth, by Mr. W. N. 
Knowles ; a house at Glasgow by Mr. James Miller; 
a house near Chesterfield by Messrs. Parker and 
Unwin; and Ravenscourt, Thornton Hall, by 
Mr. Robert Whyte. Mr. Percy B. Houfton, with 
some trouble, has revived a local building tradition 
at Chesterfield by using the rough thin bedded 
stone of the district for his own house, and 
Mr. E. Turner Powell shows a very charming 
house, in the reconstruction of which Sussex 
marble, found on the estate, was used. 

In several other instances the use of building 
material obtained on the estate is chronicled, as, 
for instance, Mr. Lorimer's Ardkinglas, Argyll- 
shire, a very beautiful mansion, in which the well- 
known Scotch architect carries on excellent 
Scotch tradition. 

Rough-cast stil maintains its hold on the 
affections of architects; but latterly some varia- 
tions in exterior finish have been obtained by the 
use of plaster left rough, and in a few cases 
mere limewhiting, as an exterior finish. The 
utility of rough-cast constitutes with many a 
greater recommendation perhaps than its outward 
appearance. As a covering to common stock 
brickwork, or to the outer skin of hollow walls in 
exposed positions, it is invaluable. But the some- 


. what cold, grey colour of cement rough-cast is 
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unpleasant to some architects ; others, like Messrs. 
Buckland and Haywood-Farmer, prefer it, and 
it is stated that in the two examples of their work 
the cement rough-cast is left the natural colour. 
Plaster left rough, and scratched with the point 
of the trowel or float, has been used to face some 
of the houses at the Hampstead Garden Suburb, 
and this treatment results in a pleasant texture 
to the walling. Mr. H. M. Fletcher has found 
another use for rough-cast in the alterations to 
Alde House, Aldeburgh, where it has been used 
to obscure the patchy effect of new and old brick- 
work. Among other rough-cast houses may be 
mentioned Mr. Blomfield’s White Hall, Sand- 
wich; Mr. Arthur T. Bolton’s house, Larkscliff, 
Birchington; Mr. Aylwin O. Cave’s houses at 
Caversham and Reading; Mr. Walter Cave’s ad- 
ditions to a very charming old rough-cast and 
thatched house, Blackbrook Grove; Mr. Crat- 
ney's cottageat Newcastle; The White Cottage, 
Chingford, by Mr. Halley; Mr. Stanley Hamp’s 
and Mr. Horder’s houses; and Little Bridge, 
Gosforth, where Mr. Knowles has used it for 
decorative relief with stone. 

In brick counties, and more especially the home 
counties, the Georgian tradition largely obtains, 
and the use of thin 2 in. brick 1s daily increasing. 
Architects have been paying very special attention 
to the colour of bricks, and the deadly monotony 
and uniformity of tone which was at one time a 
desideratum is now, happily, quite at an end. 
Broken colour and a play in tone in facing bricks 
are among the principal requirements of the 
modern architect, and with thin bricks and wide 
mortar joints very good walling can be ob- 
tained. Mr. Cave has used Luton purple mottled 
bricks for his Bengeo House, Hertford, and Messrs. 
Niven, Wigglesworth, and Falkner’s Farnham 
house, in typical quiet Georgian style, has two 
well-known brands employed in its construction. 
Dawn House, Winchester, by Mr. Ernest Newton, 
and Mr. Macartney’s own house, Kennet Orleigh, 
Woolhampton, both preserve the quiet charm 
which was a feature of Georgian house-building. 
Mr. Quennell continues the same motive in his 
own home, Four Beeches, Bickley, in the outer 
suburban ring with which his work is prominently 
identified; and Messrs. H. R. and B. A. Poulter 
show two houses in similar vein farther afield at 
Camberley. 


With one or two exceptions, as in Mr. Turner 


Powells Hunger Hill, Coolham, where old 
stone ‘‘ heeling " has been used, tiles have claimed 
the architect affection for roofing these examples 
of domestic work, and hand-made tiles generally 
secure a preference over others. Old tiles are 
always used wherever procurable, and, failing 
them, tiles which will quickly weather to a pleas- 
ant hue. Mr. Edgar Wood in his house at 
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Stafford strikes out a new line in domestic work 
by employing flat concrete roofs covered with 
waterproof cement. 

One noteworthy development in modern archi- 
tecture is the increasing attention paid to gardens. 
It has taken a long time to persuade the layman 
that the planning of the garden is an important 
part of the architect’s work. The importance of 
design in the grounds around a house can hardly 
be over-estimated. One has, as it were, in the 
house a purely artificial creation in the midst of 
natural surroundings, and it is the function of the 
gardens to form a connecting link between the 
two, a link which combines the artificial and 
the natural in a formal arrangement of growing 
plants and trees. 

Interior decoration still proceeds on eclectic 
lines. The restoration of Hengrave Hall by 
Messrs. Davenport and Tapper, and the reparation 
of an old Somerset manor house by Messrs. 
Niven and Wigglesworth, have of course been 
carried out on traditional lines; but in the case of 
new houses architects have felt themselves free 
to adopt any style commendable to themselves 
and their clients. Panelling is one of the most 
favoured treatments for rooms, usually of oak in 
dining-rooms, halls, &c., and of pine, painted, in 
drawing-rooms and bedrooms. In some cases 
mahogany has been adopted, and in one or two 
cases kauri pine, which, when stained dark, is 
hardly to be distinguished from oak at a short 
distance. Mahogany panelling painted white has 
in the past been used in the very finest work ; but 
this has always seemed to us a misuse of a very 
beautiful wood. 

Metal casements with leaded lights are still 
largely used for windows; but in the Georgian 
type of house the sash window with stout bars 
holds its own, and the layman is apparently 
getting over a somewhat unreasonable objection 
to small panes. The large sheets of glass, so 
beloved of the average client, have a most potent 
effect in destroying the scale of a dwelling, and 
it is to be hoped that this fact is getting generally 
recognised. 

Modelled plasterwork is now evidently regarded 
as one of the principal means of decorating a 
room ; many examples will be seen throughout the 
volume, from simple bands of flower-and-foliage 
relief to the fine ceilings shown at Ardkinglas, 
Argyllshire, of which Mr. Lorimer is the architect. 

On the whole the work of 1909 preserves its 
interest if it does not present any very new or 
striking features. But this was hardly to be 
expected in a year of unexampled depression. 
The better-class English house-building stands 
on a high plane in the estimation of critics in 
other countries, and we must rest satisfied if we 
are able to continue this good impression. 


ADKIN and HILL, Architects, BRADFORD. 


NEWTON GREEN Harr, LEEpDs.—The Hall 
is the property of Sir Wilfred Hepton, and is 
situated at Chapeltown, a suburb of Leeds, almost 
abutting on a tram route, within twenty minutes 
of the city, and hemmed in by property of the 
usual suburban type. 

When once the entrance gates are passed the 
park and grounds come as a revelation to the 
visitor, a fertile oasis in a desert of bricks and 
mortar. The drive is through an avenue of fine 
old timber; and the house, on a slight eminence 
with a background of foliage, overlooks the gently 
undulating park, characteristically dotted with 
forest trees. The old building was of brick, 
floated on the main frontages with cement, and 
roofed with grey Yorkshire flags. 

Built in the middle of the last century, the 
south elevation is of an Italian type, crude in 
detail, but of a good general proportion, so that 
aided by time and creepers a really pleasing 
result has been attained. 

The west side and back of the building ran 
very much to seed, and fortunately had to be 
almost entirely removed on account of the large 
size of the new rooms. Briefly the east end and 
front from the kitchen to one half the drawing- 
room are old, with some minor alterations. The 
drawing-room and hall were enlarged, and all the 
remainder is new work. 

The billiard-room was designed in a different 
style from the remainder of the house, it being 
thought a more fitting setting for the trophies 
of big game shot by Sir Wilfred in various parts 
‘of the world. The grounds are charmingly 
wooded, and would lend themselves easily to the 
formation of a terraced garden of a formal type, 
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a consummation which it is hoped will eventually 
be arrived at. The whole of the work, including 
alterations to the stabling, lodge, and new entrance 
gates, was completed ready for occupation within 
four months, whilst the owner was travelling in 
Canada. 

In one of the largest rooms, the music and 
billiard room, the floor 15 laid for dancing with 
narrow oak boards. No springs are used, but 
the necessary elasticity is obtained by the joists, 
&c., being fixed so that there is no direct bearing 
on the solid. The chimneypiece is in local stone 
with red Mansfield strings and green-slate dowels 
in the lintel. The panelling is in mahogany, and 
the plasterwork is left white. The dining-room 
is in the old portion of the building, but the walls 
and ceiling have been entirely remodelled. The 
chimneypiece is old. Walls and ceiling are 
finished dead white. The woodwork on the 
staircase is in mahogany, and the walls are 
panelled in Parian cement. The panelling in the 
morning-room is in fumed oak, with mahogany 
inlay. The ceiling has a band of modelled plaster. 
The hall is panelled in oak, finished dull brown. 
The builder was Paul Rhodes, of Leeds, and he 
executed the carved stonework. The fireproofing 
was done by the Bradford Fireproof Wall Plate Co. 
The special woodwork and modelled plasterwork 
were executed by Marsh, Jones & Cribb, of Leeds, 
and they also supplied the grates and electric 
light fixtures. Henry Lindley, Leeds, carried out 
the plumbing work, and the sanitary fittings were 
supplied by Hepton & Sons, Leeds. Dixon & Son, 
Leeds, executed the electric wiring, and Rawlinson 
& Co., Leeds, supplied the lift and heating 
apparatus. 
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ADKIN and HILL, Architects. 


2. General view of the 


1. General view of new portion (west) ; the main front is to the south. 


the panelling is in fumed oak with mahogany inlay; modelled plaster ceiling. 


morning-room 


NEWTON GREEN HALL, . 


LEEDS. EXTERIOR VIEW. 
THE MORNING-ROOM. 
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ADKIN and HILL, Architects, BRADFORD. 
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This room is panelled in oak finished dull brown. 


NEWTON GREEN HALL, 


THE HALL. 


LEEDS. 
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The woodwork is mahogany, and the walls are panelled in Parian cement. 


NEWTON GREEN HALL, 
LEEDS. THE STAIRCASE. 
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This is in the old portion of the building, but the walls and ceiling are entirely re-modelled. 


The chimneypiece is the o'd one refixed. 


The walls and ceiling are finished dead white. 


NEWTON GREEN HALL, 


LEEDS. THE DINING-ROOM. 
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No springs are used, but the necessary elasticity is obtained by 


the joists, &c., being fixed so that there is no direct bearing on the solid. The chimneypiece is in local stone with red 


The floor is laid for dancing with narrow oak boards. 
Mansfield strings and green-slate dowels in the lintel. 


The panelling is mahogany, and the plasterwork left white. 


NEWTON GREEN HALL, 
LEEDS. THE MUSIC 


AND BILLIARD ROOM.. 
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W. H. ANSELL, Architect, LONDON. 


KNAPPE Cross, EXMOUTH, DEvoN.— This house 
has been built on a site with a south-west aspect, 
and has fine views over the estuary of the River 
Exe, and over the English Channel, two miles 
away. As the situation 1s somewhat exposed 
the walls were built hollow, being bonded with 
Jennings’s stoneware cranked ties. The archi- 
tectural motive was kept extremely simple, pro- 
jecting mouldings being avoided, and good material 
and proportions relied on for effect. The garden 
front is symmetrical, and when the two terrace 
walls are built will form a complete and well- 
balanced whole. In planning, the large hall was 
taken as the central point of the daily life of the 
house. The principal rooms open from it, and 
can be reached without passing through any 
corridors. The central rooms on the first floor 
were planned as day and night nurseries for the 
children, with their bathroom attached. All these 
rooms communicate, so that access by the nurse 
is easy. The house contains four bathrooms. All 
the principal chimneypieces were designed by the 
architect. An entrance-lodge, stables, and electric 
engine-house and accumulator-rooms are also 
included in the work. 

The general contractors were Dart & Francis, 


of Crediton, Devon. The bricks from Basing- 
stoke and the hand-made roofing-tiles were 
supplied by Ames & Hunter, and the fireproof 
floors were all constructed on the °“ Kleine" 
system.  Polyphant stone and other Devonshire 
marbles were used for the chimneypieces. The 
grates were supplied by the Well Fire Co., the 
Carron Co., Thos. Elsley, Ltd., and the Teale Co. 
The casements, fittings, stained-glass and leaded 
lights, were made by Henry Hope & Sons; the 
special art metal-work came from Thos. Elsley, 
Ltd., while the door furniture, &c., was made by 
James Gibbons. The special English oak doors 
and staircases were made by the general contrac- 
tors, and they also laid the oak and pitch-pine 
flooring. Morrison & Ingram supplied all the 
Sanitary ware and fittings, and Miller & Co. 
the electric-light fittings. The modelled plaster- 
work in the hall and dining-room was executed 
by G. P. Bankart, and that in the drawing-room 
by Aumonier & Son.  Wippell Bros. & Row 
carried out the heating and ventilating work. 
Paripan was used for the drawing-room decora- 
tions. А tube well, зоо ft. deep, was sunk 


on the estate by Alfred Williams, of Bow, 
London. 
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W. H. ANSELL, Architect, LONDON. 


This house has fine views over the estuary of the River Exe, and over the 
English Channel two miles away. The architectural motive was kept extremely 
simple, good proportions and materials being relied on for the effect. 


KNAPPE CROSS, . 
EXMOUTH, DEVON. 
ENTRANCE FRONT. 
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W. H. ANSELL, Architect, LONDON. 


The situation being somewhat exposed, the house is built with a 
hollow space in the walls and bonded with stoneware cranked bricks. 
Ham Hill stone was used for the window mullions and dressings. 


KNAPPE CROSS, 
EXMOUTH, DEVON. 
THE GARDEN FRONT. 
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W. H. ANSELL, Architect, LONDON. 


This detail of the garden front shows the symmetrical arrangement of the 
pleasant play in the colour of the brickwork. 


KNAPPE CROSS, . 
EXMOUTH, DEVON. . 
DETAIL OF THE GARDEN FRONT. 
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The two terrace walls have yet to be built. 


The Architectural Review. 


W. H. ANSELL, Architect, LONDON. 


The large hall is the central feature of the house, the principal rooms opening from it. 


KNAPPE CROSS, . 
EXMOUTH, DEVON 
THE HALL AND THE 
STAIRCASE. 
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CHARLES J. BLOMFIELD, Architect, LONDON. 


REPARATION OF ALSTON COURT, NAYLAND.— 
This half-timbered house dates, probably, from 
the latter part of the reign of Edward IV, and is 
an interesting specimen of the minor domestic 
architecture of that period. The house was noticed 
in more detail in THE ARCHITECTURAL REVIEW 
for May 1907. Some additional views are given 
here. 

Early in 1902 the present owner, Dr. Edward 
Liveing Fenn, J.P., whose family on the maternal 
side have resided there for upwards of one hundred 
and fifty years, felt that the time had arrived when 
something must be done with the old structure, 
which had fallen into a somewhat dilapidated and 
in parts even dangerous condition. 

As will be seen from the plan showing the 
building as it existed in 1902, the house stands 
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GROUND TLOOR PLAN. 


ALSTON COURT, BEFORE. 
AND AFTER REPARATION. 


Monni Roan 


round a central courtyard with the hall at the 
north end, the principal dwelling-rooms occupying 
the east side, and what were originally the kitchen 
and butteries, &c., the south and west. | 

Considerable alterations appear to have been 
carried out on the street front or north side of the 
house in the middle or earlier part of the eighteenth 
century, when the entrance doorway with its pro- 
jecting canopy and the windows under the north- 
west gable were introduced. The whole of the 
walls on this side were covered with stucco, while 
a brick wall was carried up to, and in line with, 
the overhanging storey under the north-east gable, 
entirely closing in the window at the north end 
of the small inner parlour. 

The central courtyard, paved with bricks and 
42 ft. long by 20 ft. broad in its widest part, is 
possibly one of the most attractive 
features in the whole building, and its 
picturesque and medizval character 
is a revelation to people visiting the 
house for the first time. 

An early examination of the roof 
over the hall revealed the excellence 
of its construction and details, and 
proved the desirability of again open- 
ing it up. This was accordingly 
done, certain repairs being effected, 
and some of the common rafters, 
&c., being replaced. Essentially a 
fifteenth-century hall, without fire- 
place or gallery, but with its well- 
arranged open timber roof, it mea- 
sures 23 ft. by 18 ft. 6 in. 

Leading out of the hall is the 
present dining-room, which may have 
been used originally as a withdraw- 
ing-room for the ladies of the family. 
Itis lighted on the east side by a 
window placed high up, and running 
the entire length of the room. 

In the west wing a considerable 
transformation was effected by the 
conversion of that portion of the 
ground floor originally intended for 
the kitchen and butteries into a 
comfortable library. The joists and 
beams over the library are in some 
cases very heavy, and all of them 
very rough and irregular, while the 
removal of the partitions and joists 
when making room for the library 
involved some careful attention to 
the carrying of the floors above. 
The whole of the timber work 
forming the west wall had to be 
carefully underpinned with new brick- 
work. 
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The central courtyard, paved with bricks, 42ft. in length by 20 ft. broad in the widest part, is possibly one of the 
most attractive features in the whole building, and its picturesque and medieval character is a revelation to visitors. 


REPARATION OF ALSTON COURT, 
NAYLAND. THE COURTYARD. . 
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The hall was ceiled at the tie-beam level, while the lower parts of the walls were covered 
with deal panelling. The roof was examined and found to be in excellent condition, 
and the ceiling was therefore removed. The staircase shown leads to the solar room. 


REPARATION OF ALSTON COURT, 
NAYLAND. THE HALL. 
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The dining-room was entirely panelled in oak in Jacobean times, the date 1631 
appearing high up in a small pilaster on the north side of the central window. 


REPARATION OF ALSTON COURT, 
NAYLAND. THE DINING-ROOM. 
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CHARLES J. BLOMFIELD, Architect, LONDON. 
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The library takes the place of the former scullery, pantry, and dairy, 
the door shown in the left corner leading to the drawing-room. 


REPARATION OF ALSTON COURT, 
NAYLAND. THE LIBRARY . 
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The drawing-room takes the place of the former dining or morning room, and is now 
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It contains an interesting collection of pastel portraits. 
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CHARLES J. BLOMFIELD, Architect, LONDON. 
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This view of the staircase and upper corridor shows the massive beam- 
construction which has been preserved. The room at the bottom of the 
stairs is the hall. The steps seen there lead into the dining-room. 


REPARATION OF ALSTON COURT, 
NAYLAND. STAIRCASE AND CORRIDOR. 
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ALTERATION TO ENTRANCE HALL, DRAKE- 
LOWE, DERBYSHIRE, FOR SIR ROBERT GRESLEY, 
BanT.—The hall here was originally treated in 
the Gothic manner of 1840. The whole of this 
was cleared away, a new ceiling put up, and new 
panelling, doorways, mantels, and niches erected. 
The two figures shown in one of the views are 
in oak, and are examples of either French or 
Belgian workmanship of the eighteenth century. 
Gregory & Co. carried out the woodwork, 
George Jackson & Sons the modelled plaster 


ceiling, and the carving was by W. Aumonier 
& Son. 


WHITEHALL SANDWICH.: 
'GROVND : PLAN: 


Gd 4, e ә 20 


‘Scale of 


„ШШЩ, 


mu 


HALL KITCHEN 


| с Doun vary helt 


B2 — I9 -— 


WHITEHALL, SANDWICH. — This house has 
been built for Mr. Charles Hunter, on the edge 
of the shore, between Deal and Sandwich links. 
The sea water penetrated within 2 ft. of footings 
at high tide, and accordingly the whole site was 
covered with a raft of concrete, on which the 
house has been built. The walls are built with a 
hollow space ‘‘harled”’ or rough-casted outside, 
and the roofs are covered with Delabole slates. 
T. J. Denne of Walmer was the general con- 
tractor; sanitary work was carried out by 
Matthew Hall & Co., and the house is lighted on 
the system of the Non-Explosive Gas Co., Ltd. 
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The hall was originally treated in the Gothic manner of 1840. The whole of this was 
cleared away, and a new ceiling, new panelling, doorways, mantels, and niches erected. 


DRAKELOWE, DERBYSHIRE. 
ALTERATIONS TO 
ENTRANCE HALL. 
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The alterations comprised new woodwork and ceilings to the hall The 
figures are in oak, and are either French or Belgian of the eighteenth century. 


DRAKELOWE, DERBYSHIRE. 
ALTERATIONS TO 
ENTRANCE HALL 
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This house is built on the edge of the shore between the Deal and Sandwich 
Golf Links, and the sea water penetrated within 2 ft. of the footings at high tide. 


WHITEHALL, SANDWICH. 
VIEWS FROM THE NORTH- 
WEST AND SOUTH-EAST. 
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The walls аге built with a hollow space, and are “harled” or 
rough-casted outside. The roofs are covered with Delabole slates. 


WHITEHALL, SANDWICH. 
VIEWS FROM THE NORTH- 
EAST AND SOUTH-EAST. . 
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ARTHUR T. BOLTON, Architect, LONDON. 


LARKSCLIFF, BIRCHINGTON, KENT: A SEASIDE 
HOME IN THANET.—This house has been built as 
a family home by the sea, and its plan and con- 
struction are to be understood from that point of 
view. 

The oblong plan affords the maximum of sun- 
light, and allows of a wide unobstructed view over 
the sea; there are in fact two direct sea frontages. 
The house stands on a quarter-acre plot on the 
edge of a chalk pit, which forms a sunk valley 
garden and gives shelter from the prevailing winds. 
In the plan of the ground floor the place of the 
usual third reception room is taken by the re- 
cessed veranda and a terrace, where, protected 
by a sunblind, meals can be enjoyed in the 
open air. 

The other two rooms are made intercommuni- 
cating by means of folding panel doors in view 
of children’s parties, and various minor arrange- 
ments of the plan are provided from the same 
point of view. 

The kitchen arrangements are unusually ample, 
and allow of some degree of comfort for the 
servant. The main kitchen is practically a ser- 
vants’ hall. On the bedroom floor has been pro- 
vided a complete suite, consisting of bedroom, 
dressing-room, and bathroom for guests, or for 


isolation in caseof illness. The nursery has a cen- 
tral position, and the covered balcony can be used 
by young children for play or sleeping in the 
open, whilst it also gives access to the mother's 
room. 

In the attic is a large play-room or children's 
paradise formed in the roof, with a lining of fire- 
proof slabs. The arching over the flues forms a 
proscenium for charades and other games. 

The house is built on the chalk (on a cement 
concrete bed over the whole site) of Kentish stock 
brick covered with granite and cement rough- 
cast, and the roof is covered with red tiles. The 
roof is very strongly constructed to resist the 
wind and weather conditions, which in this 
locality are severe. The floors and partitions 
are specially packed to deaden the noise of the 
children playing. The bathrooms and lavatories 
are tiled and bave first-class sanitary fittings; there 
is also a liberal provision of cupboards and fittings. 

The garden is enclosed by a rough ragstone 
rubble wall; the terrace wall is of flint and tile. 
A shelter wall has been erected at the back of the 
pergola, at the end of which is a seat recess. The 
cost may be taken as £1,500 inclusive for a similar 
house in any ordinary locality. 

The builder was Mr. Pettman, of Birchington, 


LARKSCLIFE,« жоё» 
BIRCHINGTON, KENT. 
THE DRAWING-ROOM. 
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ARTHUR T. BOLTON, Architect, LONDON. 


A nearer view of the house from the sunk garden. The children’s 
play-balcony is shown over the open-air terrace dining-room. 


LARKSCLIFF, BIRCHINGTON, 
KENT. VIEW FROM THE 
SUNK GARDEN. 
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and all the work was done locally, the joinery, 
including mantelpieces, being made in the builder's 
. shop from the architect's details. The stock bricks 
came from Sittingbourne, the roof tiles from Ash- 
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LARKSCLIFF. ; 
BIRCHINGTON, KENT. 
PLANS. 


ford, the paving bricks were Staffordshire quar- 
ries, the flints were obtained on the site, and the 
Kentish rag for the rough garden walls came from 
Maidstone. The granite for the rough-cast came 
from Messrs. Herbert & Co., of Leicester, 
and was used with the Associated Portland 
Cement Manufacturers' cement. The sani- 
tary fittings are those of Morrison, Ingram & 
Co., Manchester ; the grates are by Lockerbie 
& Wilkinson (who also supplied the rain- 
water goods) and by Bratt, Colbran & Co., 
while the tiles for the grates and the bath- 
rooms, &c., were supplied by Van Straaten 
& Co. Kent slab roofing was used to line 
the attic playroom. It is noteworthy that 
brick and timber construction was adopted, 
girders being avoided in view of the heavy 
railway rates. Timber was conveyed by sea 
to Ramsgate Harbour. Among other special 
goods used were Carbolineum for the eaves 
imbers, Hall's distemper and  Wildasht 
enamel for decorations, and silicate cotton 
for packing the floors and partitions. A 
* Jack Horner" independent copper and a 
“Worker " range, by Edwards & Co., Lon- 
don, were installed in the outer and inner 
kitchens respectively. The sundial and 
bronze initials were made by the Birming- 
ham Guild of Handicraft from the architect's 
drawings, and the cherub's head over the 
sundial was modelled by Mr. Schacht, of 
Woking. 
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The walls are of 


Kentish stock brick rough-casted with granite and Portland cement. 


The house is designed as a seaside family home. 


BIRCHINGTON, KENT. 
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BRACKENCLIFFE, SCARBOROUGH, YORKSHIRE.— 
The house is built of brick, with cavity walls, 
the facings being of Leicestershire sand-faced 
bricks, with stone dressings of a creamy sand- 
stone, and the roofs are covered with rough hand- 
made tiles, with roughly-worked stone ridging. 
All exterior woodwork is of English oak, and 
the finishings, staircase, and floors of the prin- 
cipal rooms are of wainscot oak, waxed and dull- 
polished. The drawing-room ceiling is by Geo. P. 
Bankart, London. 
J. Barry & Son, of Scarborough, and the clerk 
of works, J. Soule. The following are some 


of the sub-contractors:—Tiles, Dawber, Towns-' 


ley & Co., Hull; casements and casement fittings, 
Burt & Potts; electric light fixtures, the Bir- 
mingham School of Handicraft, and  Gittens, 
Birmingham ; door furniture, Elgood  Bros., 
Leicester ; wall papers and wall hangings, 


Brackencliffe, 
Scarborough. 
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The general contractors were. 


G. Bradley, Scarborough; lift, 
London. 


К. Waygood, 


MEDICAL SUPERINTENDENT'S HOUSE, THE RE- 
TREAT, YORK.—This house is built of 2 in. hand- 
made bricks with cavity walls, and the roofs are 
covered with half-inch rough Westmorland slates. 
The exterior woodwork generally is of redwood, 
painted, with the exception of the veranda 
balcony, which is of English oak. The general 
contractors were T. Rawling & Sons, of York. 
The following are some of the sub-contractors :— 
Slates, the Gloucester Slate Co.; casements 
and casement fittings, Burt & Potts, London; 
grates, Longden & Co., Sheffield; plumbing and 
sanitary work and sanitary ware and fittings, Т. С. 
Hodgson, York; electric wiring, Wallis & Watson, 
Scarborough ; door furniture, N. F. Ramsay & Co., 
Newcastle; gates, railings, &c., J. C. Martin, York. 
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Medical Superintendent's House, The Retreat, York. 
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WALTER H. BRIERLEY, Architect, YORK. 


This house occupies a most beautiful and commanding posi- 
tion at the end of the Esplanade, the principal rooms facing 
the sea. All exterior woodwork is of English oak. 
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WALTER Н. BRIERLEY, Architect, YORK. 
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This house is built of brickwork with cavity walls, the facings being of Leicestershire sand-faced bricks, with dressings 
of a creamy sandstone. The roofs are covered with rough hand-made tiles, with roughly-worked stone ridging. 


BRACKENCLIFFE, 
SCARBOROUGH, YORKS. 
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BRACKENCLIFEE, « & eov © See eS 
SCARBOROUGH, YORKS. . . . . . . . 
THE DRAWING-ROOM AND THE HALL. 
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The house is built of two-inch hand-made bricks, with cavity walls, and the roofs are 
covered with half-inch rough Westmorland slates. The exterior woodwork generally is 
of redwood, painted, with the exception of the veranda balcony, which is of English oak. 


MEDICAL SUPERINTENDENT'S HOUSE, 
THE RETREAT, YORK. 
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This house was erected for the Committee of The Retreat, York. It 


occupies a sloping site at the north-west corner of the grounds, over- 
looking the city of York, the principal rooms facing the south and east. 


MEDICAL SUPERINTENDENT'S HOUSE, 
THE RETREAT, YORK. 


— 34 — The Architectural Review. 


BUCKLAND & HAYWOOD-FARMER, Architects, 


HOUSE ar ETCHING HILL, RUGELEY, STAF- 
FORDSHIRE.—The entrance front of this house 
faces north. Thin Black Country bricks are used 
for the plinths and chimneys, the general walling 
being constructed of common bricks covered with 
cement rough-cast left the natural colour. The 
doors and windows have dressings of mottled 
Hollington stone. The roof is covered with hand- 
made tiles. The general contractor was Isaac 
Langley, of Tyburn, Birmingham; Henry Hope 
& Sons, Birmingham, supplied the metal case- 
ments and fittings, the lead rain-water pipes 
and heads, the leaded lights, and the door 
furniture; the sanitary fittings came from Oates 
& Green: and the art metal-work was exe- 
cuted by the Birmingham Guild of Handi- 
craft. Parquet floors were laid by Stevens & 
Adams, and the modelled plaster was the work 


BIRMINGHAM. 


of Mr. Catterson Smith. All the special wood- 
work was carried out by the contractor, and 
the gasfitting was executed by Mr. Hill, Bir- 
mingham. 


House, FARQUHAR ROAD, EpDGBASTON.—The 
entrance front of this house faces north. The 
walls are of brick, covered with cement rough- 
cast left the natural colour. The roofs are 
covered with hand-made tiles. John Barnsley & 
Sons of Birmingham were the builders, and they 
executed all the special woodwork. Mr. Catterson 
Smith (junior) carried out the modelled plaster- 
work, 


House at Etching Hill, 


Rugeley, Staffordshire 


House at Edgbastcn. 


The Architectural Review. 


BUCKLAND and HAYWOOD-FARMER, Architects, BIRMINGHAM. 


The plinths and 


chimneys are of thin Black Country bricks, and the doors and windows have dressings of mottled Hollington 
The roof is covered with hand-made tiles, and the windows have metal casements and leaded lights. 


This house is built of common bricks, covered with cement rough-cast left the natural colour. 


stone, 


HOUSE, ETCHING HILL, 
RUGELEY, STAFFS.. 
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See 
dii Conr 
` a 


* f MEN 
"n 2 
"a dil 9 


` c 
P dam 
SUE. 
Te ca^ + 


The chimneypiece is of stone. 


The walls of this room are panelled in oak to a height of seven feet, and the floor is covered with oak parquet. 


A. narrow frieze of modelled plaster takes the place of the ordinary cornice. 


HOUSE, ETCHING HILL, 
RUGELEY, STAFFS. 


THE INNER HALL. 
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BUCKLAND and HAYWOOD-FARMER, Architects, BIRMINGHAM. 
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roofs are covered with hand-made tiles. The windows have wooden casements with leaded lights. 


This house is built of stock brick, covered with cement rough-cast left the natural colour. 
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BUCKLAND and HAYWOOD-FARMER, Architects, BIRMINGHAM. 
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The accommodation in this house comprises dining-room, sitting ghall, entrance hall, 


drawing-room, study, kitchen, servants’ hall and offices, also a motor house. 
the first floor are four bedrooms, a dressing-room, boudoir, and two bathrooms. 


HOUSE, FARQUHAR ROAD, 


EDGBASTON.. 
GARDEN FRONT.. 


EDWARD CRATNEY, Architect, 


COTTAGE ON THE WOODLEY FIELD ESTATE, 
HEXHAM-ON-TYNE.—This house is very happily 
situated on sharply sloping ground, and forms the 
first of a series to be .erected on this estate. 
Advantage has been taken of the sloping site to 
plan a large garden or general store-room under 
the living-room, with an entrance and window on 
the lowest side of the house. The external walls 
are II in. thick, built with a hollow space, and of 
common local bricks. The exterior is rough- 
casted with two coats of Portland cement dashed 
The base of the 
walls up to the ground-floor level is built of local 
rubble. 


** Lumley 


with white Derbyshire spar. 


The chimney stacks are faced with 
The floor 
of the loggia, the steps, and the landing at the 


99 


red pressed facing bricks. 


entrance are paved with bricks on edge set in 
cement. All the internal joinery has been kept 
quite square, and the interior, generally, is finished 
quite simply. The accommodation, beside the 
garden or store-room on the sub-ground floor, 
includes a large living-room opening on to the 
loggia, a parlour, small lobby and hall, kitchen, 
scullery, and offices on the ground floor, with 
four bedrooms, bathroom, linen-room, &c., on the 
upper floor. 

The builder was James J. Murray, of Hexham. 
The facing bricks were supplied by the Lumley 
Brick Co.; the grates, mantels, door furniture, 


and bells by Em'ey & Sons, of Newcastle; and 


NEWCASTLE-ON-TYNE. 


Photo: Bedfcrd Lemere & Co. 


View from the south, show:ng loggia and entrance 
to garden.room on sub-ground floor. 


the electric wiring, &c., was carried out by the 
Hexham Electric Supply Co. 
French tiles were used on the roof, and Couzen's 


hinges to the opening sashes of the casement 


Green's special 


windo'vs. 


n [^ Plan 


Hirst Hoor Plan 
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EDWARD CRATNEY, Architect, NEWCASTLE-ON-TYNE. 


F hoto: Bedford Lemere & Co. 


The house is situated on sharply sloping ground, of which advantage has been taken to provide a garden- 
room or store-house under the living-room on the ground floor. The windows are wooden casements. 


‘COTTAGE ON THE WOODLEY FIELD 
ESTATE, HEXHAM-ON-TYNE 
ENTRANCE FRONT. 
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EDWARD CRATNEY, Architect, NEWCASTLE-ON-TYNE. 


Photo: Bedford Lemere & Co. 


The house is built of common local brick with hollow walls on a base of local rubble. The exterior is 
rough-casted-with Portland cement dashed with Derbyshire spar. The roofs are covered with special “ French ” tiles. 


COTTAGE ON THE WOODLEY FIELD 
ESTATE, HEXHAM-ON-TYNE 
GARDEN FRONT. 
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HousE AT CAVERSHAM, READING.—This house 
stands on a well-planted sloping site, about 150 ft. 
from the road. The main aspect is south, and 
the subsoil is gravel on chalk. The walls of the 
ground storey are built hollow of brick, and the 
upper walls are of solid timber, filled in with brick, 
rough-cast, and with a brick backing. The roofs 
are covered with tiles. The finishings internally 
are quite simple, the walls being plastered and 
hung with lining papers. Ceilings are whitened, 
with timber beams, and the deal joinery is treated 
with Solignum. The chief rooms have mantels 
specially designed. The walls of the kitchen and 


HOVE KIDORE ROAD 
AVERSA READING 
FOR ЕТЕ CQ 


Two large attics and box-room 
on second floor. 


scullery have dadoes of salt-glazed bricks. The 
dining-room is panelled in oak to a height of 7 ft. 
The facing bricks are red hand-made local facing 
bricks, and the rough-cast is colour-washed with 
Duresco. All exterior timber-work is treated with 
Solignum. There are two large bedrooms on the 
second floor, and a cellar in the basement. The 
general contractors were R. Bell & Sons, of 
Caversham. The floor tiles are gin. Staffordshire 
red squares; the Kentish hand-made dark red 
roofing tiles were laid by Roberts, Adland & Co. 
The casements are of oak, fitted by the client's 
request with large panes. The range was supplied 
by Smith & Wellstood, and the grates generally 
are Bratt, Colbran & Co.'s “ Heaped " fires. The 
panelling to the dining-room and the special 
chimneypieces were carried out by Samuel Elliott 
& Sons, Cavershain. 


HOUSE At EGHAM, SURREY.—This house stands 
on a small site of about half an acre, with the 
main road on the south-east side. The front of 
the house faces south-east, and the subsoil is clay. 
The walls are 14in. thick on the ground floor, 
faced with Lawrence's orange-red hand-made 
bricks, and gin. thick on the upper floor, faced 
with rough-cast on cement backing, and left 
natural colour. The ground floors are laid in 
solid concrete. The roofs are covered with Law- 
rence's dark red hand-made tiles, and the half- 


^ timber work is treated with Carbolineum. The 


interior walls are finished with Sirapite plister 
and coloured with Duresco; the joinery, of deal, 
is painted white; and there are specially designed 
mantels in the dining-room and drawing-room. 
The general contractor was George Gray, of 
Egham. T. Elsley, Ltd., supplied the stoves and 
grates, casement fittings, gas fixtures, and door 
furniture. The sanitary ware was supplied by 
Doulton & Co., Ltd., and Dent & Hellyer. 


House at Egham, Surrey. 
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The walls of the ground storey are built of brick with a cavity space ; the upper storeys are of 
solid timber, filled in with brick and with a brick backing. The roofs are covered with tiles. 


HOUSE, KIDMORE ROAD, . 
‘CAVERSHAM, READING. . . 
SOUTH AND EAST FRONTS. 
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The ceiling has timber beams and joists, stained dark. 
— 4$ — 


This room is panelled in oak to about 7 ft. above floor, with a chimneypiece specially 


designed by the architect. 


HOUSE, KIDMORE ROAD, 


CAVERSHAM, READING. . 
THE DINING-ROOM. 


AYLWIN O. CAVE, Architect, LONDON. 
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This house has 14 in. brick walls on the ground storey and 9 in. brick walls to the upper floor, covered 
with lime rough-cast on a cement backing. 


The roof is covered with dark red hand-made tiles. 
HOUSE AT EGHAM, SURREY. 
GENERAL VIEW. 
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BENGEO House, HERTFORD.—This is a new with old tiles. 


The floors and staircase are of oak. 


house on the site of an old one destroyed by fire. Gilmour doors are used. The door furniture 
The walls are faced with purple mottled Luton is by James Gibbons, Wolverhampton. The 
bricks with red-brick dressings, and the wood- general contractors were H. Martin, Ltd., North- 


work is painted white. The roofs are covered ampton. 
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WALTER CAVE, Architect, LONDON. 
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S. B. Bolas & Co. 


Fhoto: 


The walls are faced with purple mottled Luton 


This is a new house, erected in the Georgian manner, on the site of an 
bricks, with red brick for the quoins, stringcourses, and other dressings. 


old one destroyed by fire. 


BENGEO HOUSE, HERTFORD. 


ENTRANCE FRONT. 
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WALTER CAVE, Architect, LONDON. 


Photo: S. B. Bolas & Co. 


The roofs are covered with old tiles, and the cornice is 


of wood. The windows are of wood with stout bars. 
BENGEO HOUSE, HERTFORD. 


THE GARDEN FRONT. 
D — о The Architectural Review. 
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Photo: S. B. Bolas & Co. 


The grate 


is of eighteenth-century pattern with pavonazzo surround and whitewood mantel. 


The drawing-room has an oak floor, the walls finished simply in plaster. 


BENGEO HOUSE, HERTFORD. 


THE DRAWING-ROOM. 
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> 


TNT iie 


e 


A “ae 
ua RE © 


AM 


Photo: S. B. Bolas & Co. 


The floor is of oak. The walls and woodwork are finished white. 


The hall has an oak staircase ; the door оп the left, being that into the porch, is of 


mahogany. 


BENGEO HOUSE, HERTFORD. 
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BLACKBROOK GROVE, FAREHAM.—The work at 
this picturesque house consisted of alterations and 


additions. The house as it formerly existed hada 


thatched roof. The addition consisted of a large 
ballroom, 40 ft. long by 20 ft. broad, which has an 
A new stone-paved terrace has also 


oak floor. 
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CROUND PLAN 


been added on the garden front outside this addi- 
tion, with steps down to the lawn. The exterior 
is finished in cream-white rough-cast. On the first 
floor over the ballroom three new bedrooms have 
been added. The builder was Henry Plummer, of 


Fareham. 


DRAWING ROOM 
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Photo: S. B. Bolas & Co. 


The addition is seen on the left-hand side of the house, the lower windows being 


those of the ballroom, the upper windows those of three new bedrooms. 


The Architectural Review. 


VIEW FROM THE GARDEN. 


GENERAL 


BLACKBROOK GROVE, . 


FAREHAM. 


WALTER CAVE, Architect, LONDON. 
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Photo: S. B. Bolas & Co. 


This ballroom forms the principal addition to the house, and measures 40 ft. long by 20 ft. 
broad. The ante-room at the end leads to the old: part of the house, three steps up. 


BLACKBROOK GROVE, FAREHAM. 
THE BALLROOM. . 
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Photo: S. B. Bolas & Co. 


The ballroom has an oak floor, and a grate and chimneypiece of eighteenth-century pattern. The floors 
are panelled in pine painted white. Тһе casement doors open on to a new stone-paved terrace. 


BLACKBROOK GROVE, 
FAREHAM. 
THE BALLROOM. 
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THE COURT HOUSE, BROADWAY, WORCESTER- 
SHIRE.—This house 1s situated adjoining the old 
Parish Church, some mile or so out of Broadway. 
It is interesting as. having been the gate-lodge 
of the old seventeenth-century manor house of 
the Sheldons, who formerly lived there. The 
building for some years was used as a farm- 
house, and when Mr. Dawber took it in hand was 
in a very ruinous condition. The work consisted 
of alterations and additions, which are explained 
on the plan, the new walls being hatched, and the 
old blacked in. The modelled plasterwork was 
executed by George P. Bankart, of London, and 
all the rest of the work was carried out by the 
general contractors, William Cowlin & Son, of 
Bristol. 


ALTERATIONS TO CALDY MANOR, CHESHIRE.— 
The work here consisted of very extensive altera- 
tions and additions, amounting to practical 
rebuilding in many parts. The house was an old 
one, part dating back to the seventeenth century. 
Constant alterations in bygone years had made it 
a perfect labyrinth of awkward passages and ill- 
shaped rooms. The house was entirely remodelled 
and re-planned, together with the stabling, garage, 
and outbuildings, &c., embodying as much of the 
old work as possible. Owing to the levels, the 
kitchens, servants’ hall, and offices are in the base- 
ment, though on the ground-floor or road level. 


Drawing Room 


Garden 


THE COURT HOUSE, 
BROADWAY, . . . . 
WORCESTERSHIRE. . 
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ў Entrance Hall 


The main ground floor is on the drive, garden, or 
terrace level, so that much diversity of plan and 
level is gained. The site is a most beautiful one, 
on a southern slope, high up, overlooking the 
estuary of the Dee, with a long range of the 
Welsh mountains in the distance. The views 
given illustrate the new entrance porch and parts 
of the hall, panelled in oak, &c. Other rooms 
are similarly treated. The plan, of course, though 
making a very convenient house, cannot be taken 
as ideal, as it had to be worked to suit the exist- 
ing walls ina great measure. At the same time 
these were not allowed to stand in the way of 
vital improvements. The general contractors, 
Bullen Bros. & Sons, of Liverpool, executed the 
whole of the works to the house, including the 
plumbing work, drainage, &c. The general 
contractors for works to stabling, garage, &c., 
were John Thomas & Sons, Birkenhead. Among 
the sub-contractors may be mentioned James 
Garvie & Sons, of Aberdeen, who made the panel- 
ling in the hall, vestibule, staircases, gallery, &c. ; 
Bratt, Colbran & Co., and Thomas Elsley Ltd., 
of London, who supplied grates ; Collins & Price, 
of Liverpool, who carried out the electrical work ; 
and William Gould, of Willesden, who was respon- 
sible for the heating. The plaster ornamental 
ceilings were modelled and fixed by George 
P. Bankart, of London, and George Cox, of 
Leicester. 
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E. GUY DAWBER, Architect, LONDON. 


Photo: Arch. Review. 


This view shows the new part of the house, with the drawing-room, dining-roo m, and study 
windows overlooking the garden. The wall against the roadway is seen on the extreme right. 


THE COURT HOUSE, BROAD- 
WAY, WORCESTERSHIRE. . . 
THE GARDEN FRONT. . 
SSL ج‎ The Architectural Review. 


E. GUY DAWBER, Architect, LONDON. 
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This old house is interesting as having been the old gate lodge of the ancient seventeenth- 
century manor house of the Sheldons. The building for some years was used as a small 
farmhouse, and has now been largely extended. The arch is part of the old building. 


THE COURT HOUSE, BROAD- 
WAY, WORCESTERSHIRE. 
THE ENTRANCE HALL AND 
STAIRCASE. 
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The drawing-room is the principal room in the new addition, and has 
windows facing out on two sides of the house. The woodwork here is 
painted white, and the ceiling has been enriched with modelled plasterwork. 


THE COURT HOUSE, BROAD- 
WAY, WORCESTERSHIRE. . . 
THE DRAWING-ROOM. . . . 
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Photo: Cyril Ellis. 


The new entrance is arranged at an angle with the forecourt, and opens into a porch 
or vestibule which leads directly to the large hall. The window seen on the left is 
on the staircase; that on the ground floor to the right lights the capacious cloakroom. 


ALTERATIONS TO CALDY 
MANOR, CHESHIRE. 
PRINCIPAL ENTRANCE. 


BGs The Architectural Review. 
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Е. GUY DAWBER, Architect, LONDON. 


Overmantel to hall chimneypiece. 


ALTERATIONS TO CALDY 


MANOR 


CHESHIRE. 


E. GUY DAWBER, Architect, LONDON. 


Photo: Cyril Ellis. 
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The ceiling of the hall 


room, and above them the 
is divided into squares by big beams, the panels being treated with modelled plasterwork. 


shows the double doors into the drawing- 


glass doors forming a little look-out balcony from an upper room. 


This view of the hall 


ALTERATIONS TO CALDY 
MANOR, CHESHIRE. 
THE HALL. 


E. GUY DAWBER, Architect, LONDON. 
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Photo: Cyril Ellis. 


The hall with its bay window is a new room, panelled in oak, with 
finely executed carving in limewood on the overmantel. — A gallery runs 
across one end of it, forming part of the corridor to the upper floor. 


ALTERATIONS. TO CALDY 
MANOR, CHESHIRE. 
THE HALL. 
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RECONSTRUCTION OF HENGRAVE HALL, SUF- 
FOLK.—A history of Hengrave was published in 
1822,! compiled chiefly from original documents 
and papers still preserved, from which it appears 
that Sir Thomas Kytson, Mercer, of London, 
began the building of the existing house about the 
year 1525, completing it in 1538. It is near Bury 
St. Edmunds, and was probably erected on the 
site of an earlier house, once the home of the 
de Hemegraves, who owned the manor of Hen- 
grave for more than two centuries. From them it 
passed to the Hethe family, and about 1440 it was 
sold to Humphrey, Earl of Stafford, afterwards 
Duke of Buckingham, from whom in 1521 it was 
purchased bv the founder of the existing house. 


МАР OF HENGRAVE TAKEN IN 1586. 


The approach was by a straight road, raised 
above the surrounding country, fenced on either 
side by a deep ditch, lined with a triple row of 


trees, and terminating at a large semi-circular 


fosse, or outer moat, over which a stone bridge led, 
at some little distance, to the outer court. The 
latter was formed by a range of low buildings, 
which served for the residence of the keepers and 
falconers. At some distance to the east and west 
of the main fabric were detached buildings, com- 
prising the dovecote, the grange, the great barn, 
&c. The house had its great and little park, 
orchards and gardens, bowling alley, archery butts, 
and fish ponds. The gardens were laid out in the 
Dutch manner. 

A map dated 1588 shows the double moat and 
outer court; and a ground plan of the house made 
in 1775 illustrates the arrangements existing at 
that time. Slight indications of the outer moat 
are still to be seen, but both this and the inner 
moat have been filled up, and the bridge over the 
latter, which was figured with devices in flintwork, 
and also that communicating with the church, 
have disappeared. By the removal of the outer 


court in the seventeenth century, and in 1775 of 
a mass of buildings comprising servants' offices, 
which projected at the north-east corner, together 
with a high tower, the house was reduced at least 
one-third from its original size. 

The year of 1775 was indeed a grievous one for 
this fine historical building, as the removal of the 
servants' offices necessitated provision being made 
for their accommodation elsewhere, and this was 
obtained by an entire rearrangement, internally, 
of the north wing; and though fortunately the 
external walls of the great hall with its fine bay- 
window were preserved intact, the hall itself with 
its open roof was demolished as well as several 
important rooms adjacent, truly a deplorable 
work. The south front, as will be pointed out 
later, underwent considerable change at the same 
time. 

Externally, Hengrave presents a fine example 
of the architecture of the period. The south or 
main front contains the entrance gateway. This 
feature exhibits a unique example of the domestic 
architecture of this date. It is this, indeed, which 
makes the front remarkable. Its magnificence, 
contrasting with the comparative simplicity of the 
other parts, is striking. It consists of a four- 
centred arch fitted with massive oak-panelled 
doors. In the spandrels of the arch the founder's 
arms appear. The space above is fitted with a 
triple circular oriel window, corbelled out from 
the wall, and finished with richly-carved pendants. 
Immediately above the latter are three shields 
supported by chernbs. The centre shield, sur- 
mounted by a knight's helmet, bears the arms of 
Sir Thomas Kytson. On the dexter shield are the 
arms of Sir Thomas impaling those of his wife 
Margaret, and the sinister shield those of his son 
impaling the arms of Elizabeth his wife. Imme- 
diately above these and below the sill are square 
panels containing shields; that in the centre dis- 
plays the arms of France and England quarterly, 
supported by a lion and a dragon, and ensigned 
by the crown of England, with the motto 
* Honi soit qui mal y pense" on the garter 
encircling the shield. The dexter shield bears 
the arms of Sir Charles Cavendish impaled with 
those of his lady, Margaret Kytson, with unicorns 
as supporters. The sinister shield has the arms 
of Thomas Darcy, Earl Rivers, and Mary his 
Countess, with griffins as supporters. Below the 
last two shields is inscribed “Opus hoc fieri 
fecit Tome Kytson ano Dni Mccccc Tricesimo 
Octavo." The top of the window has three ogee- 
shaped domes, scaled, with carved crockets at the 
angles and a central finial. The whole is flanked 
with turrets having ogee-shaped terminals with 
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The work was evidently richly decorated; portions 
of the colour are still to be seen. This front was 
originally more symmetrical than it now appears, 
for the bay window of the winter parlour, which 
corresponded to that of the chapel, was removed 
in 1775, and square-headed windows between 
subordinate turrets substituted. 

The house is built of Northamptonshire stone 
with a proportion of thin brick of very nearly the 
same colour as the stone. The west front, with 
its simple dignity and delightful repose, is fasci- 
nating. It is of stone and brick, the embattled 
courtyard being entirely of stone. 

The convenience of the Hengrave plan, with 
its corridor running round three sides of the 
courtyard, on both floors, shows a marked im- 
provement on the planning of the time, and might 
very well be adopted for houses of similar degree 
in our own days. Internally one of the most 
interesting features is the bay window of the great 
hall with its fine fan-vaulted ceiling. Equally 
so 1s the chapel in the south wing, rising to the 
height of both floors with a chiaroscuro painted 
ceiling. It also possesses a charming feature in 
the shape of the nuns’ gallery, which is entered 
from the first-floor corridor, and coved out from 
the wall with an oak-latticed front. 


? There is something a little suspicious about this name. 
(Hatteraick). 
times. 
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It appears in Sir Walter Scott's ‘‘Guy Mannering’’ as 
Dyrich may have come into England with the Flemish artists who did so much painting, etc., in later medieval 
Whether this Dyrich and the Dyrick Harrison who was working at Cambridge about this time are the same man is uncer- 
tain. The latter might very well be English on his father's side. 
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The chapel window is one of twenty-one lights 
filled with old Flemish glass representing subjects 
from the Old and New Testaments. Many of 
the other windows contain shields emblazoned 
with the arms of the various families connected 
with the house. Interesting also are the double 
coved ceilings of the first-floor rooms. 

It is pleasing to be able to record that as regards 
the main structure Hengrave was built entirely 
by Englishmen, for although there is perhaps a 
little indication of the presence of Italians in 
some of the decorative work at the base of the 
ociel window above the main entrance, and per- 
haps in the panels set high in the west wall of 
the courtyard, no mention of such appears in any 
existing records, and as these are very minute it 
is possible that even this was carried out by 
English workmen. Mention is made in the 
mason's contract of a model of the house having 
been seen by him at Combey, according to 
which the work was executed, but the designer 
remains unknown. The shell of the building 
within the moat was the work of John Eastawe 
or Estow. The bay window and probably the 
main entrance was the work of John Sparke, who, 
as well as Thomas Dyrich,? the chief carver, and 
John Bind, the joiner, were artisans from London. 


“Dirk” 
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The materials were derived from several sources: 
a great proportion of the bricks were made on 
the spot, whilst others came from the neighbour- 
ing kilns of the Abbot of Bury. They are thin, 
and very nearly the colour of the freestone; 
which latter was brought from King’s Cliffe in 
Northamptonshire, Sir Thomas Kytson's men 
being sent to work the quarry there, and the 
stone being transported, partly by land and partly 
by water, through Worlington and Brandon. The 
dissolved abbeys of Ixworth, Bruwell, and Thet- 
ford supplied the rest. The old hall of the de 
Hemegraves as well as several houses of the 
neighbourhood furnished material also. The tim- 
ber came chiefly from Combey and Sowe woods 
in Suffolk. From the year 1775 up to recent 
times much modern work of no great merit had 
been introduced, and when the present owner, 
Mr. John Wood, purchased the property some 
years since there was found little or nothing 
existing so far as the internal fittings were con- 
cerned. Modern doors, fireplaces, and such-like 
of poor design had taken the place of the old. 
Though much panelling originally existed accord- 
ing to the inventories, only a little remained, and 
this had been re-used as a dado in the corridors, 
placed the wrong way. Little real improvement 
could be made until accommodation was found 
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for the servants by throwing out an annexe at 
the north-east corner on the site of the old steward’s 
offices. The way was thus made clear for giving 
the north wing its original importance by re- 
instating the great hall on its old lines as far as 
possible, and regaining the important rooms at 
the north-west corner. 

The east wing contains the dining-room panelled 
in oak, and a long gallery was formed in the west 
wing panelled and decoratively treated in colour, 
with an ornamented plaster ceiling. Many old 
fireplaces were discovered, and some very fine 
oak archways which had been embedded in 
the walls. Oak stairs have been arranged at 
convenient places, the main stair at the west, 
a bachelor’s stair at the north, and a secon- 
dary stair at the south-east corner. The chapel 
has its fittings and the walls are hung with 
tapestry. 

Rattee and Kett were the contractors, 
Laurence Turner did the ornamental plaster- 
work, Elsley, Ltd., the door and window furni- 
ture, Watts & Co. the furniture in the shape of 
beds, chairs, and hangings, Mr. Charles Powell 
the decorative painting, Kinnell & Co. the 
heating, Crompton & Co. the electric lighting, 
and Victor Milner the stained glass coats of 
arms, 


The Architectural Review. 


J. L. DAVENPORT and WALTER J. TAPPER, Architects, LONDON. 


IS 


" 
1 
Y: 


© 
N 
n 
f 
А 
2 
ec 
E 
E- 
$ 
Е 
E 


—— 


DOLORE NECI ROVENTURISPRÆMORIARE: BO 


Photo: Arch. Review. 


The walls are hung with tapestry. The old fireplace is of 
stone, with the remains of an old painted coat-of-arms above. 


HENGRAVE HALL, SUFFOLK. 
THE STATE BEDROOM. 
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The walls are oak-panelled. The old fre- 


place is of stone, with a fresco painting above. 


HENGRAVE HALL, SUFFOLK. 
THE DINING-ROOM. 
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The chapel fittings are of oak, and the walls hung with tapestry. The 
floor is of black and white marble. The nuns’ gallery is seen above. 


HENGRAVE HALL, SUFFOLK. 
THE CHAPEL. 
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The library has oak bookcases, and an old stone fireplace with an old Dutch picture framed in oak 
above. The billiard-room is panelled in English oak ; the fireplace is of stone, with a painting 
of Queen Elizabeth framed in the panelling above ; the table is of walnut inlaid with ebony. 


HENGRAVE HALL, SUFFOLK. 
THE LIBRARY. 
THE BILLIARD-ROOM. 
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The long gallery has pine panelling painted green and gold, an enriched plaster ceiling, stone 
fireplaces with marble hearths, grates and dogs of bright steel, and silver candelabra. 


HENGRAVE HALL, SUFFOLK. 
THE LONG GALLERY. 
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1. Old external archway and doors; new internal entrance doors of English oak, with 
enriched plaster openings above. 2. Panelling, etc., of English оак; the stairs are solid. 
HENGRAVE HALL, SUFFOLK. 
THE VESTIBULE. « 4 « 4 
THE PRINCIPAL STAIRCASE. 
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The hall has English oak panelling, gallery, and roof ; the fire- 


place is of stone, and there is a marble surround to floor. 


HENGRAVE HALL, SUFFOLK. 
THE HALL 
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and the dining-room has oak blocks by 


The gas brackets and all door furniture are in oxidised silver by the Bromsgrove 


Guild. James Carmichael was the builder, and Davis and Bennett supplied the sanitary fittings. 


is covered with oak parquet 


The drawing-room floor 
Holter Brothers. 


GOSDEN HOUSE, BRAMLEY, 


SURREY. THE DRAWING-ROOM. 
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The whole of the panelling is in pine, the upper panels in the dining-room being 
of modelled plaster together with the ceiling, and these, with the capitals to the 
pilasters and keystone to the ingle, were executed by the Bromsgrove Guild. 


GOSDEN HOUSE, BRAMLEY, 
SURREY. THE DINING-ROOM. 
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structed and entirely redecorated. 
and a new dining-room added. 


It was in a very dilapidated condition and had 


The ground floor has been to a certain extent recon 


The old dining-room was merged into the hall, the staircase screened off, 


This house is about two and a half miles from Guildford. 


little of interest in it. 
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STABLES, ЕТС. 
WESTHILL, ALDEBURGH. 


STABLES, &c., WESTHILL, ALDEBURGH.—This 
building was erected to supply temporarily the 
needs of a house just across the road, and with 
a view to subsequently building a house to be 


NEW LIBRARY . 
SUSSEX GARDENS, 
LONDON, W.. 


SCALE .OF- FEET 


connected with the billiard-room by a covered 
way or glazed corridor. It stands on a low 
hill, with a beautiful western view up the River 
Alde. 

The walls are covered with rough-cast, finished 
with fine beach shingle, thrown on and partially 
worked in with a float. The gables are weather- 
boarded, with adzed oak boarding. The roofs are 
tiled with hand-made tiles from Chelmsford. 

The billiard-room has a segmental barrel 
ceiling, with principals composed of three 
gin. by r$in. boards bolted together, and hori- 
zontal rafters. The plaster reliefs shown in the 
interior view are duplicates of those in the lobby 
of the Orient Line’s office in Cockspur Street 
(now the office of the Hamburg-Amerika line). 

The builder was W. Ingram Smith, of Wood- 
bridge. 


NEW LIBRARY, SUSSEX GARDENS, W.—To 
form this library, the old stables and coach- 
house, with coachman’s cottage over, were gutted, 
nothing being left but the four walls. An approach 
was formed from the house, and the lantern was 
carried on steel joists resting on the front and 
back walls. The woodwork is kauri pine, stained 
to a golden brown and wax-polished. The pilaster 
treatment was suggested by the necessity for 
Tobin tubes, as the room was to be lighted 
entirely from the top. The cove was formed by 
narrow boards nailed on the brackets, with small 
beads to cover the joints. 

The carving was by Michael Murphy; and 
the contractors were Vare Bros. 
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This building was erected to supply temporarily the needs of a house imme- 
diately across the road, and with a view to subsequently building a house to 
be connected with the billiard -room by a covered way or glazed corridor. 
STABLES, ETC. ; 
WESTHILL, ALDEBURGH. 
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Photo: Arch. Review. 


The woodwork is of kauri pine, stained to a golden brown colour and 
wax-polished. The pilaster treatment was suggested by the necessity for 
Tobin tubes for ventilation, the lighting being entirely from the top. 


NEW LIBRARY, SUSSEX 
GARDENS, LONDON, W. 
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ALTERATIONS AND ADDITIONS, ALDE HOUSE, 
ALDEBURGH.—This was a house built of white 
Suffolk bricks in the middle of the last century, 
and has recently been extensively altered and 
remodelled. The old servants’ wing, whose 
extent is shown by the dotted line running 
through the present offices, was pulled down and 
rebuilt, as it was cramped and inconvenient. 
The old dining-room, which looked north and 
was badly lighted, was turned into a hall and 
thrown into the staircase hall by a wide seini- 
circular arch. A dark passage was abolished in 
the middle of the house, and the old study con- 
verted into a dining-room, and extended by the 
annexation of one bay of the conservatory. Bed- 
rooms were added over the conservatory, which 
has thus become a sitting-room or winter garden, 
paved with brick and filled with palms and other 
large plants. Bays were added to the drawing- 
room, dining-room, and winter garden, and a 
porch was built to protect the hall from northerly 
gales. 

Additional outbuildings were constructed, and 
the stables considerably repaired and refitted. 
The southern wall of the kitchen-garden was 
pulled down to let in sunlight, and a low dwarf 
wall substituted, with brick piers and an oak 
The sashes throughout were re-glazed 


When all the altera- 


palisade. 
as seen in the photographs. 
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tions were done the house was such a motley of 
new and old brickwork that it seemed necessary 
to rough-cast the whole and whitewash the walls 
of the stables. 
local black pantiles, and these were also used on 


The old roofs were covered with 


the new work. 

The masonry of the porch is of Ketton stone, 
and the hall mantelpiece is of wainscot oak, with 
copper hood and wings to the grate. 

The small block shows the house before altera- 
tion, from the same point of view as one of the 
plates. 

The iron gate shown in one of the photographs 
is at the foot of a long straight grass path leading 
from the house to the road, bordered by small 
Scotch firs. The gate itself, dated 1830, 
Spanish work from Seville; but the piers are new, 


15 


апа are of local red bricks and Ancaster stone. 
The builder was G. O. Knowles, of Alde- 
burgh. 
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Photo: Campbell Gray. 


The part of the 


The porch, of Ketton stone, was built to protect the hall from northerly gales. 


house to which the porch has been added is old; the rest of the house beyond it is new work. 


ALTERATIONS AND ADDITIONS, 
ALDE HOUSE, ALDEBURGH. 


THE ENTRANCE FRONT. 
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H. M. FLETCHER, Architect, LONDON. 


| 


Lhoto.::Campoett огчу. 


front shows thej new bays to the drawing-room and dining room, the entrance 
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When completed the house 
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the vinery, 


and 
of old and new brickwork that it was decided to rough-cast the whole. 


room, 


the billiard- 


was such a patchwork 


to the winter garden, 
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THE GARDEN FRONT. 
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Photo: Campbell Gray. 


The new hall chimneypiece is of wainscot oak, with copper hood and wings to the grate. 
This hall was contrived out of the old dining-reom, which looked north and was badly lighted. 
A wide semi-circular arch forms the communication between the new hall and the staircase hall. 


ALTERATIONS AND ADDITIONS, 
ALDE HOUSE, ALDEBURGH. 
THE HALL CHIMNEYPIECE. 
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ALTERATIONS AND ADDITIONS, 


ALDEBURGH. 
OLD SPANISH GATE TO GARDEN, 


AND ENTRANCE PORCH. . 


HOUSE, 


ALDE! 


The Architectural Review. 


H. M. FLETCHER, Architect, LONDON. 


کے ےا Mr‏ 


T 


^ 
< Poy. 


: — а | ez 
ИЛКИ" UAE n 
z 


A 


УТУРУ ЖУР 
"8 E s , 
bi 
3 


—- 
"T 


Photo: Campbell Gray. 


The billiard-room has a segmental board ceiling, with principals composed of three 9in. by 
13 in. boards bolted together, and horizontal rafters. The plaster reliefs shown are duplicates 
of those in the lobby of the Hamburg-Amerika Line offices in Cockspur Street, London. 


WESTHILL, ALDEBURGH. . è a 
INTERIOR OF BILLIARD-ROOM. 
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NEW FARMHOUSE AT ASTONBURY, KNEBWORTH, 
HertTs.—This farmhouse is situated at some 
distance from the public road, and is designed to 
accommodate two families, the farmer occupy- 
ing the larger (western) and a farm labourer the 
smaller part. The external walls are gin. thick, 
and are covered with plaster finished with a rough 
surface, and not in any way artificially coloured. 
The chimneys and plinth are built in thin local 
red facing bricks with a flush mortar joint. The 
bricks vary greatly in colour, and are warm in 
tone. The roofs and the offsets of the chimneys 
are covered with old weathered tiles. An interest- 
ing feature externally is the teak gutters and down 
pipes. The gutters are V-shaped, and supported 
on brackets secured to the walls and rafter-feet. 
The window-frames throughout are in oak, and 
have leaded casements. The gables have oak 
verge rafters, supported clear of the plaster-face 
on plates and purlins carried through the walls. 
Internally the large open brick-fireplaces have oak 
beams over, and are paved with red bricks. 

Simplicity is the keynote of the design, and 
local tradition has been as far as possible adapted 
to modern requirements. It should be said that 
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the elevations have been largely influenced by 
a well-known farmhouse in Hertfordshire, and 
by proximity to the fine old manor house of 
Astonbury. 
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The walls are covered with plaster finished with a rough surface and not in 
any way coloured artificially; The roofs are covered with old weathered tiles. 


NEW FARMHOUSE AT 
ASTONBURY, KNEBWORTH, 
HERTS. ENTRANCE FRONT. 
— 87 — The Architectural Review. 
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The chimneys and plinth are built in thin local red facing bricks with 
a flush mortar joint. The bricks vary in colour and are warm in tone. 


NEW FARMHOUSE AT 
ASTONBURY, KNEBWORTH, 
HERTS. BACK FRONT 
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FARMHOUSES AND COTTAGES IN DORSET.— 
These farmhouses and cottages have been built 
during the past few years on a large agricultural 
estate in Dorset. Generally everything has been 
kept as simple and plain in character as possible, 
with little detail of a perishable nature. For 
instance, fireplaces throughout are built in red 
bricks and fireclay, with a tile or wood shelf over, 
and have proved economical in every way. Owing 
to exposed situations and the driving wind and rain 
of the South Coast, especial care has to be given 
to aspect ; hollow walls (not shown on the small 
plans) are an absolute necessity, as well as many 
small matters of detail, such as dampcourses in 
chimneys, &c. A certain uniformity in appearance 
lias been preserved in all the estate building, local 
hand-made bricks and tiles being used in all cases. 
The bricks generally vary considerably in tone and 


Photo: Arch. Review. 


Fireplace : Doddings Farm. 


Fireplace : Doddings Farm. 


texture, and advantage has been taken of this to 
secure some character to the brickwork by the use 
of dark headers at the quoins of openings and 
in the gables. Care has been taken to vary the 
colours with a certain amount of uniformity. In 
planning, the aim has been to minimise household 
labour wherever possible, and to provide shelter 
immediately outside the kitchen offices. The cost 
of the buildings varied somewhat with distance 
from rail, in some cases over ten miles, but the 


average may be said to vary from 534. to 63d. per 


foot cube. 


NEw LODGE, BEECHLAW, PUTTENHAM, SUR- 
REY.—This lodge has recently been built on the 
Hog’s Back, just above the village of Puttenham, 
and the mansion is now in course of erection. 
The materials used are Bargate hammer-dressed 
stone, hand-made roofing tiles, oak frames, case- 
ments and leaded lights, while internally the doors 
and joinery generally are in picked deal, treated 
with carbolineum. The chimney has been built in 
unpicked thin bricks, and the fireplaces are of the 
same material. The builder was W. T. Jackson, 
of Crompton. 
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ERNLE FARM, i. ~. ə 
MORETON, DORSET. 
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The Lodge, Beechlaw, Puttenham, Guildford. 


Cottages, Doddings, Bere Regis. 


Farmhouse, near Wareham. 
Philliols Farm, Bere Regis. 


FARMHOUSES AND COTTAGES 
IN DORSET, ETC. 
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ENTRANCE LODGE, HOWE COMBE, WATLING- 
TON, Oxon.—This cottage forms the entrance 
lodge to a house recently erected by the same 
architect, and is temporarily used as a head- 
gardener's house, pending the erection of a cottage 
The site, which lies at the 
base of the Chiltern Hills, has a clay subsoil of a 


for his occupation. 


flinty nature overlying deep beds of chalk. The 
main front of the building faces south-west, and 
all rooms have sun during some part of the day. 
The accommodation consists of one large living- 
room, with scullery of ample size on ground floor, 
the omission of the usual parlour allowing of in- 
creased space in these more necessary rooms, and 
three bedrooms are arranged on the upper floor. 

The external walls are faced with flint bonded 
with red bricks, and the roofs are of hand-made 
tiles of a colour closely approximating to that of old 
tiles. 


ENTRANCE LODGE, HOWE COMBE, 
WATLINGTON, OXON 


The external woodwork is of deal treated with 
carbolineum, dark brown in colour, and the gable 
over bays and porch is of timber construction, the 
upper part being plastered smooth with modelled 
panel containing the monogram of the owner. 

Internally the treatment is the simplest possible 
with quite plain woodwork and distempered walls. 
The floors of living-rooms are laid with wood 
blocks, and the offices with unglazed tiles, all 
the external steps and pavings being of brick. 

The rainwater is collected partly in butts and 
partly in a tank, shown on plan, the foul water 
from sinks, &c., being taken to a cesspool, while 
the use of a Moule’s earth-closet makes drainage 
easier. The entrance gates are of English oak, 
hung to piers of brick and flint, with ramped and 
curved walls setting them back from the main 


road. The general contractors were Hacksley 


Brothers, of Wellingborough. 
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Photo: Cyril Ellis. 


This cottage forms the entrance lodge to a house recently erected by the same 
architect. The external walls are faced with flint bonded with red bricks, and the 


roofs are of hand-made tiles of a colour closely approximating to that of old tiles. 


ENTRANCE LODGE, HOWE COMBE, 
WATLINGTON, OXON. 
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THE WHITE COTTAGE, CHINGFORD, was built 
for Mr. E. R. Malloch, close to the forest, over 
which its upper rooms, to the north-east, command 
a fine view. 

It is built of stock bricks rough-cast, and roofed 
with sand-faced hand-made tiles, and its design 
was kept purposely extremely simple as a protest 
against the surrounding styles of architecture. 
One room of fair dimensions was required, and 
the drawing-room was arranged to stretch across 


the building with a large window overlooking the 
garden. This room is 20 ft. by 12 ft. 6in., and is 
lighted on three sides. A bedroom of similar 


dimensions was provided over it. 

The dining-room opens from the hall and 
again gives on to a veranda, which in turn 
delivers on to a terrace, some twelve feet wide, 
with an opening on the centre line and a step 
or two down to the lawn. 
Allen Brothers, of Chingford. 


The builders were 


China-cupboards have been arranged on each side of mantelshelf, with cupboards under. 


THE DRAWING-ROOM. 
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3. Dining-roo:n. 


4. kitchen. 
8, 9, 10, 11. Bedrooms. 
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5. Scullery. 
13. Pathroom. 
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A projecting hood with concave sides supported by shaped brackets 


gives some importance to the front door. 


The paling is of oak. 


THE WHITE COTTAGE, 


CHINGFORD. 


FRONT 


ELEVATION. 
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Garden elevation, showing veranda and terrace; the latter is built 
of brick with wide joints, and the ball finials are of York stone. 


THE WHITE COTTAGE, 
CHINGFORD. GARDEN 
ELEVATION. 
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FLAGCOURT, TADWORTH.—The general treat- 
ment of this house is stone tile-hanging with 
oak half-timbered gables and rough-cast. The 
dining-room is 13 ft. Sin. by 23 ft., the billiard- 
room 23 ft. 9 in. by 18 ft., library 15 ft. gin. by 
IO ft. 6 in., hall 15 ft. by 18 ft. біп. Оп the 
first floor there are five bedrooms, bath-room, 
dressing-room, and two servants' bedrooms. 
F. Tribe & Co., of Alperton, Wembley, were the 
builders. 


THE GABLES, GERRARD’S Cnoss.— The gene- 
ral treatment is red brick and stucco with oak 
half-timber in the gables and general finishings, 
and overhanging eaves. A motor garage forms 
part of the accommodation; it is separated from 


Kitchen | Garden 
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Architect, 


LONDON. 


the house by a covered way, and in the flank wall 
an ornamental iron gateway gives access to the 
gardens. The accommodation comprises dining- 
room I9 ft. by 14 ft., drawing-room 17 ft. by r4 ft., 
and sitting-hall 20 ft. 6in. by 18 ft. 6in., the 
last-named being panelled in oak and having oak 
beams in the ceiling. On the first floor there are 
seven bedrooms, bath, &c. F. Tribe & Co., of 
Alperton, Wembley, were the builders. 


COTTAGES, MILL Hirr.—These cottages each 
contain a parlour 13 ft. 6 in. by 12 ft. 6 in., kitchen 
the same size, scullery &c., and three bedrooms 
on the first floor. The roofs are covered with old 


tiles, and the half-timberis of oak. F. Tribe & Co., 
of Alperton, built these also. 
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Flagcourt, Tadworth. 
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STANLEY HAMP (COLLCUTT and HAMP), Architect, LONDON. 
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This view shows bay window to billiard-room and oak half-timber to garden 
front. The roof is covered with stone slates and the walls are rough-cast. 


FLAGCOURT, . 
TADWORTH, 
DURNET. 2-5 
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STANLEY HAMP (COLLCUTT and HAMP), Architect, LONDON. 
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PLANS—THE GABLES, 
GERRARD'S CROSS ; AND 


COTTAGES, 


MILL HILL. 
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STANLEY HAMP (COLLCUTT and HAMP), Architect, LONDON. 


View of entrance front, showing oak half-timber work, also motor 
garage to the left. The roof is covered with old tiles, and the red- 
brick facings are from old buildings formerly existing on the site. 


THE, GABLES, 
GERRARD'S CROSS, 
BUCKS. 
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Front view, showing entrance to farm buildings behind. The roof is 
covered with old tiles, and English oak is used for the half-timber. 


GROUP OF COTTAGES, 
MILL HILL, MIDDLESEX. 
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STANLEY HAMP (COLLCUTT and HAMP), Architect, LONDON. 
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The old roof, floors, and 
ew, also the chimney-stacks. 


ildings formerly standing on the site, and the red facings 
The centre part of the house is the old portion, which has been 


The tile-hanging and rough-cast is n 


This formerly was the farmhouse, and used as such. 
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MARSHAM FARM HOUSE, 
GERRARD’S CROSS, BUCKS. 
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P. MORLEY HORDER, Architect, LONDON. 


HOUSE NEAR DORCHESTER.—This house has 
just been completed, and is on the road between 
Dorchester and Charminster. There is the 
greatest difficulty in getting any building land 
near the town of Dorchester, so there is very 
little choice inthe matter of sites. This particu- 
lar site commands a pretty view of Dorchester, 
but until the garden scheme becomes matured it is 
somewhat bare and forms no setting for the house. 

The natural building material of this locality 
should be stone, but none of the local quarries are 
now available, and the expense of cartage prohibited 
general use of the stone. Some rough local stone 
has been introduced into the porch and asa base 
to the house—using this in large unsquared pieces, 
irregularly mixed with the rough-cast and red 
brick of chimneys in the old local manner. The 
roof is covered with special hand-made roofing 
tiles of a very beautiful colour. 

The general arrangement of house, stable, and 
garden explains itself and calls for no particu- 
lar comments, beyond pointing out the value of 
thus connecting up all the buildings and forming 
a pleasing quadrangular form. The walled kitchen 
garden is a particular feature of the scheme, and 
ona bare site of this kind adds greatly to the 
sense of settled occupancy and gives unusual 
variety and privacy to the kitchen wing. When 


the walls get naturally clothed with fruit trees and 
the lines of garden get more definite, the value of 
the general arrangements of the house and garden 
will be apparent. Holt & Son, of Croydon, were 
the general contractors. Ham Hill stone was 
used for the window frames, the casements and 
leaded lights for which came from W. Smith, of 
London. Theroofing tiles came from R. Swallow, 
Cranleigh; the sanitary ware from J. Bolding & 
Son, London; the door furniture from Pheil, 
Stedall & Son, London ; and the pump from Lott 
& Walne, Ltd., Dorchester. The well was sunk 
by G. Lane, Dorchester. 


HousE AT NoRwicH.—In the design of this 
house, which has been built in the residential part 
of the town, Mr. H. G. Wyand is associated with 
Mr. Morley Horder. The site was quite without 
any point of interest or any sense of privacy. An 
attempt has been made to remedy this in the 
irregular form of building and the arched entry to 
a private forecourt. The tradesmen's entrance is 
conveniently placed just before the entrance to the 
archway, and the offices are so arranged that 
access can be obtained to the dining-room and 
entrance-lobby without disturbing the privacy of 
the small hall from which the three reception- 
rooms are approached. When the short avenue 
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Photo: H. R. Smyth. 


Local stone was not available for the whole building, but some has been intro- 
duced into the porch and as a base to the house, used in large unsquared pieces, 
irregularly mixed with the rough-cast and red brick in the old local manner. 


HOUSE AT DORCHESTER. 
THE ENTRANCE FORECOURT. 
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P. MORLEY HORDER, Architect, LONDON. 


Photo: H. R. Smyth. 


Building land being scarce in the neighbourhood of Dorchester, there was little choice in the 
matter of sites. This particular site commands a pretty view of Dorchester, but until 
the garden scheme becomes matured it is somewhat bare, and forms no setting for the house. 


HOUSE AT DORCHESTER. . А 
VIEW FROM THE SOUTH-EAST. 
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P. MORLEY HORDER and H. G. WYAND, Associated Architects, LONDON. 


leading to this has grown up it will have a better 
setting, in fact the whole house needs the growth 
of planting to help its rather isolated look. The 
garden has been carefully considered with an eye 
to a general emphasis of all the lines of the house. 
The billiard-room rather takes the place by request 
of the more roomy hall usual in a house of this 
type, and is so arranged that it can be thrown 
into the dining-room and the little entrance-hall 
(which, by the way, is quite private) to give a sense 
of great space when used in this way. A good 
deal of fine old eighteenth-century panelling, 
carving, and some fine mahogany doors and 
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chimneypieces, have been worked up as decorative 
features in the house, and add greatly to its char- 
acter. There is a morning-room on the first floor, 
and six good bedrooms, two dressing-rooms, and 
two bathrooms. The house is built of brick, rough- 
cast; the upper part of the walls and the roofs 
are tiled with hand-made tiles. The builders were 
G. E. Hawes & Son, of Norwich; W. Smith, of 
London, supplied the metal casements and leaded 
lights; J. Bolding & Sons, London, the sanitary 
ware ; and Thomas Elsley, Ltd., London, the door 
furniture. The electric wiring and bells were 
installed by A. Pank & Son, Norwich. 
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SCALE 
House at Norwich. 
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P. MORLEY HORDER and H. G. WYAND, Associated Architects, LONDON, 


This house has been built in the residential part of Norwich, on a site with- 
out interest or any sense of privacy. An attempt has been made to remedy 
this in the irregular form of building and the arched entry to the forecourt. 


HOUSE AT NORWICH. . 
VIEW FROM THE ROAD. 
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P. MORLEY HORDER and H. G. WYAND, Associated Architects, LONDON. 


The house is built of brick, rough-cast ; the upper part of the walls and the roofs 
are tiled with hand-made tiles. А good deal of fine old eighteenth-century 
panelling, carving, and some fine mahogany doors and chimneypieces, have been 
worked up as decorative features in the house, and add greatly to its character. 


HOUSE AT NORWICH. 
VIEW FROM THE WEST. 
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PERCY B. HOUFTON, 


BROOKSIDE, BRAMPTON, CHESTERFIELD.—This 
is a house built by the architect for his own 
occupation, and is situated two miles west of 
Chesterfield, Derbyshire, on the Chatsworth Road. 
The walling materials are thin beds of local sand- 
stone of a grey-brown colour, richly stained in 
parts a reddish-ochre, built in mortar, and pointed 
іп cement. The quoins are Derbyshire gritstone. 
It was interesting to find that a 16 in. wall of these 
materials, so long discarded by local builders, 
costs no more than a gin. wall of pressed brick- 
The roof 


is covered with Barton-on-Humber tiles which 


work, or of common brick, rough-cast.. 


weather very quickly and approximate to the tone 
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Architect, CHESTERFIELD. 


of the old local stone roofing slates which are not 
now quarried. The arrangement of the plan is 
partly dictated by the site, which has a north 
frontage to the road, and hence the living-rooms 
are placed to overlook the garden at the back. 
The set-back of 70ft. from the road minimises 
the dust nuisance, and brings the house under 
the lee of the existing line of trees on the west 
side. 

Internally, oak, elm, and white-painted deal 
woodwork have been used. The cost of the house, 
including drains and boundary fences, but exclud- 
ing formation of garden, was ооо. The builder 


was Jno. Wright, of Chesterfield. 
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PERCY B. HOUFTON, Architect, CHESTERFIELD. 
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Photo: Richard Keene, Ltd. 


This house was built by the architect for his own occupation. The walls, sixteen 
inches thick, of thin local stone, cost no more than a nine-inch wall of pressed brick or 
common brick rough-cast, though the stone has long been discarded by local builders. 

BROOKSIDE, BRAMPTON, 

CHESTERFIELD. 

ENTRANCE FRONT. 
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Photo: Richard Keene, Lid. 


The walling material is from thin beds of local sandstone, of a grey-brown colour, 
richly stained in parts a reddish ochre, built in mortar and pointed in cement. The 
quoins are of Derbyshire gritstone. The roofs are covered with Barton-on-Humber tiles. 


BROOKSIDE, BRAMPTON, 
CHESTERFIELD. 
GARDEN FRONT.. 
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W. H. KNOWLES, Architect, NEWCASTLE-ON-TYNE. 


LITTLE BRIDGE, GOSFORTH, NEWCASTLE.— 
The site of Little Bridge was selected on account 
of the fine old trees which surround the house, 
and for the open views to be obtained across 
the town moor, or common, which adjoins its 
* Little Bridge" is the re- 
tention of the place-name of a small bridge con- 
tiguous to the site which carries the Great North 


Road across a small stream. This stream passes 


southern boundary. 


through the garden, enters the Jesmond Dene, and 
eventually flows into the River Tyne. 


The prin- 


ERVANTS 
DRODM 


SERVANTS 
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LITTLE BRIDGE 
GOSFORTH 
NORTHUMBERLAND 
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cipal rooms are designed to the south for the 
reasons alluded to; the entrance gates and drive 
are on the north side. The angular open porch 
gives on to a vestibule with a vaulted ceiling in 
rough stucco and walls of glazed briquettes, 
selected from an experimental lot by Adams & Co., 
of Scotswood. A feature in the drawing-room is 
the large projecting bay with circular columns and 
deep window-seats. In the library the fixtures 
about the ingle and various book recesses are in 
dark mahogany, and the well fire is contrived in 

glazed briquettes. The library ac- 
commodates a billiard table, and at 
one end is a small annexe which 
serves for dark-room, unbound 
books, Addi- 
tional wall space for china and 
pictures is afforded by the solid 
The 


conve- 


and billiard cues. 


mid-wall of the staircase. 
tradesmen’s entrance is 
nient, and concentrates the service. 
Throughout the details are very 
Some of the 


floors and all the external wood- 


simple in design. 


work are of oak. The windows are 
glazed with leaded lights in iron 
casements, and the wall decorations 
are selected to harmonise with the 
Oriental china and old furniture 
The 


various metal fittings for electric 


which prevail in the house. 


light, the door furniture, and the 
fireplaces agree in the various rooms, 
and were largely supplied by Walker 
& Sons, of Newcastle. Externally 
the walls are of local stone in 
courses, relieved in places by a 
little coloured stucco, and the roofs 
are covered with Colley Weston 
slates. The work was carried out 
by J. C. Hope, contractor, New- 
castle. 


were supplied by Crittall & Co., 


The casements and fittings 
London, and the electric wiring 


was carried out by Usher & Co., 
Newcastle. 
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W. H. KNOWLES, Architect, NEWCASTLE-ON-TYNE. 


LITTLE BRIDGE, GOS- 
FORTH, NEWCASTLE. 
ENTRANCE FRONT. 


H 


The house is built of local stone, laid in courses, and the roof is covered 


with Colley Weston stone slates. The windows and outer doors are made 


of oak. 
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The walls are relieved in places by a little coloured stucco. 
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W. Н. KNOWLES, Architect, NEWCASTLE-ON-TYNE. 


On the south front the principal rooms are placed, the library at the left-hand side, the drawing- 
room in the centre with a projecting bay, and the dining-room on the right-hand side. 
LITTLE BRIDGE, GOSFORTH, 
NEWCASTLE. SOUTH OR 
GARDEN FRONT. 
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W. Н. KNOWLES, 


Architect, NEWCASTLE-ON-TY NE. 
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LITTLE BRIDGE, GOS- 


In the library the fixtures about the ingle and book recesses are in dark mahogany, 
and the well fire is contrived in glazed briquettes. 

billiard-table, and at one end is a small annexe which serves for a dark-room, etc. 
FORTH, NEWCASTLE. 


The library accommodates a 
THE LIBRARY INGLE. 
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R. S. LORIMER, A.R.S.A., Architect, EDINBURGH. 


ARDKINGLAS, ARGYLLSHIRE, SCOTLAND, FOR SIR 
ANDREW NOBLE, BART., K.C.B.—The Ardkinglas 
. estate, extending to some 70,000 acres of moorland 
and deer forests, was purchased by Sir Andrew 
Noble in 1906. The new house is situated close 
to the shores of Loch Fyne. The stone for 
the rubble walling was a local yellow whin-stone, 
quarried about half a mile from the site. All 
other materials had to be brought by sea, a pier 
being specially erected for landing materials, and 
bothies were erected for the accommodation of the 
workmen. The works carried out on the estate 
included mansion, garage and stables, home-farm 
steading, kennels, cottages, &c. The time occu- 
pied in the operations was twenty months. 
The house is connected by telephone with the 
head gamekeeper's house, kennels, garage, farm, 
electrician, &c., &c. A dam was formed across 
the River Kinglas in order to get water power for 
the electric light. At one side of the dam a 
salmon ladder was formed to enable the salmon to 
get up the river from the loch. The electric 
power house is a two-storey building situated at 


SALOON 
2! х +4 


V NEN 
BEDROOM 


the edge of the river. It was built of boulders 
taken from the river, and is lined internally with 
white glazed brick. The ground storey accommo- 
dates the turbine, dynamos, fire-pump, &c., the 
upper storey the accumulators. The consulting 
electrical engineer was Mr. Wm. Arnot of Glasgow, 
and the clerk of works Mr. James Grieve of 


Edinburgh. The following are some of the sub- 
contractors : — Asphalt, the Limmer Asphalt 
Paving Co.; ferro-concrete floor construction, 


Stuart's Granolithic Co.; ‘‘ Kulm ” fireproof par- 
titions; casements and casement fittings, Henry 
Hope & Sons, Birmingham; sanitary ware and 
fittings, Shanks & Co., Barrhead ; woodblock floor- 
ing, the Scottish Patent Flooring Co., Glasgow ; 
modelled plasterwork, Thomas Beattie, Edin- 
burgh ; special woodwork, Scott Morton & Co., 
Edinburgh ; stained glass and leaded lights, Louis 
Davis, Pinner, Middlesex; electric-light fixtures, 
Bromsgrove Guild of Applied Arts, Faraday & 
Sons, London; lift, R. Waygood & Co., Ltd., 
London; heating and ventilating, Mackenzie & 
Moncur, Ltd., Edinburgh. 
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This view, taken from the gardens, shows the circular front of the morning-room 
bay, with the flight of steps leading from this room and the saloon to the garden. 


ARDKINGLAS, ARGYLLSHIRE. . 
VIEW FROM THE SOUTH-WEST. 
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R. S. LORIMER, A.R.S.A., Architect, EDINBURGH. 
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Photo: T. Lewis. 


The picturesque situation. of the house is most clearly seen in 
this charming view taken in the gardens, looking across the lake. 


ARDKINGLAS, ARGYLLSHIRE. 
VIEW ACROSS LAKE. 
IN THE GARDENS. 
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R. S. LORIMER, A.R.S.A., Architect, EDINBURGH. 
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Photo: T. Lewis. 


è Тһе upper hall and corridor is here shown from the dining-room door. This 
room opens on to the loggia seen in the view of the north-west front. 


ARDKINGLAS, ARGYLLSHIRE . 
UPPER HALL AND CORRIDOR. 
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К. S. LORIMER, A.R.S.A., Architect, EDINBURGH. 
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Photo: T. Lewis. 


The rooms facing to this front are the dining-room on the left, the loggia opening 
out of the upper hall, and the saloon on the right. The stone in the building 
was the only material found on the estate, all other material being brought by sea. 
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ARDKINGLAS, ARGYLLSHIRE. 
VIEW FROM THE NORTH-WEST 
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R. S. LORIMER, A.R.S.A., Architect, EDINBURGH. 


Photo: T. Lewis. 


The Ardkinglas estate extends to some 70,000 acres of moorland and 
deer forest, and was purchased by Sir Andrew Noble, Bart, in 
1906. The new house is situated close to the shores of Loch Fyne. 


ARDKINGLAS, ARGYLLSHIRE.. 
VIEW FROM THE SOUTH-WEST 


eer = The Architectural Review. 


К. 5. LORIMER, A.R.S.A., Architect, EDINBURGH. 


Fhoto: T. Lewis. 


The walls are panelled in pine and painted French grey. The ceiling was modelled in situ, 
The chimneypiece is Hopton Wood stone and verde antico panels. The grate is bright steel. 


ARDKINGLAS, ARGYLLSHIRE . 
THE MORNING-ROOM 
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Photo: Т. Lewis 


The staircase is built of stone with stone mullioned windows which are filled 


with leaded lights. 


The centre panes have coats-of-arms in stained glass. 


ARDKINGLAS, 


ARGYLLSHIRE 
THE STAIRCASE. 
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R. S. LORIMER, A.R.S.A., Architect, EDINBURGH. 


Photos: T. Lewis. 


ARDKINGLAS, ARGYLLSHIRE. 
THE POWER STATION 
AND THE KENNELS 
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К. S. LORIMER, A.R.S.A., Architect, EDINBURGH 
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ARDKINGLAS, ARGYLLSHIRE. 
TWO BEDROOM CEILINGS. 
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ANGLEY PARK, CRANBROOK, KENT.—As far as 
the outside is concerned Anglev Park has scarcely 
been touched, the alterations being chiefly con- 
fined to the interior and the erection of two 
gate-lodges, both of which are illustrated, and 
several cottages on the estate. The smoking- 
room is ornamented with pilasters, which mark the 
recesses used for bookshelves, and several mirrors 
over the fireplace and a large one on the side 
opposite the windows. Mahogany is used for the 
panelling, pilasters, and cornices of the Order, 
the frieze, beams, and ceiling being in red and 
white cedar. The mahogany is unpolished, with 
the exception of the immediate frame to the fire- 
place. The door architraves are moulded to a 
wave section and carved with extreme delicacy, 
and finger-plates of ebony and mother-of-pearl 
heighten the effect of the doors. The staircase is 
symmetrical, the wings returning on both sides. 
It is made of oak with a pierced and carved balus- 
trade. The marbles used for the flooring are 
verde antico and bastard statuary. The garden 
hall is roofed with a barrel vault which is enriched 
with a simple Adam ornament. It is charming, 
and the whole effect is one of airincss and grace. 

The gate lodges are built of brick and stone. 
Foster & Dicksee were the general contractors 


Dining-room 

Drawing-room. 

Billiard-room. 

Hall. 

Private entrance. 

Lavatory, &c. 

Kitchen. 

. Servants’ hall. 

. Scullery. 

10. Coal. 

11. Pantry. 

12. Larder. 

13. Store and back stairs. 

14. Safe. 

15. Wine 

16. Bedrooms. 

17. Dressing-rooms. 

18. Boudoir. 

19. Bathroom. 

20. Upper hall. 
W.C 
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22. Housemaid's closet. 


And several servants’ rooms and 
bathroom in the roof. 


Kennet Orleigh, 
Woolhampton. 
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and Maides & Harper executed the panelling, &c., 
of the smoking-room. 


KENNET ORLEIGH, WOOLHAMPTON, built by 
the architect for his own occupation, is finely 
situated on the spur of a hill overlooking the 
Kennet valley. The exterior walls are built of 
two-inch red bricks, with projecting brick coigns 
and Bath-stone dressings to windows on garden 
front. The pillars and architrave of the varanda 
are also of Bath stone. The stone windows have 
iron casements, by Lowndes & Drury, with leaded 
lights, and all the other windows have wood case- 
ments with similar lights. Old tiles have been 
used to roof the house and offices. The hall is 
panelled with oak, in which some old Flemish 
panels have been incorporated, and the floor is 
paved with Irish green and bastard statuary 
marble squares. The boudoir is panelled in chest- 
nut from a tree grown on the site, and the princi- 
pal bedroom has a barrel-vaulted ceiling. The 
staircase is an old one, formerly at 28, Margaret 
Street, London. Maides & Harper, Croydon, 
were the builders; W. J. Bishop & Co., Croydon, 
supplied the electric-lighting plant; the bricks 


` came from W. T. Lamb & Co.; the marble from 


Arthur Lee, Bros & Co., Hayes; the grates from 
Robbins & Co., and Bratt, Colbran Co.: and 
the special kitchen range from Smith, Well- 
| stood & Co., Ltd., London. 
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The lodge is built of red brick with stone dressings, and the gates are wrought iron. The smoking-room is 
panelled in unpolished mahogany to the cornice, with red and white cedar above. The ceiling also is in cedar. 


ANGLEY PARK, CRANBROOK, 
KENT. GATE LODGE AND 
THE SMOKING-ROOM 
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MERVYN E. MACARTNEY, Architect, LONDON. 
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The garden hall is roofed with a barrel vau't giving an effect of airiness 


and grace, and the surface is enriched with simple Adam ornament. 


ANGLEY PARK, CRANBROOK. 


HALE- 


THE GARDEN 
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The grate is of bright steel. 


The chimneypiece is of white marble with inlaid bands of coloured marble. 


The walls are panelled and painted white, and the barrel-vault ceiling has a simple Adam decoration. 


The Architectural Review. 


ANGLEY PARK, CRANBROOK, 
KENT. CHIMNEYPIECE IN. 


THE GARDEN HALL. 


MERVYN E. MACARTNEY, Architect LONDON. 
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1. The lodge is built of red brick with stone dressings. 2. The hall has a verde antico 
and bastard statuary marble floor; the staircase is in oak, with carved panelled balustrade. 


ANGLEY PARK, CRANBROOK, 
KENT. GATE LODGE AND . 
THE HALL: ш ж.ж. э эз 
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The top view of the entrance front shows the projecting porch ; the kitchen 
offices are in the foreground. The loggia, seen in the centre of the bottom 
view (garden front), is entered from dining, drawing, and billiard rooms. 


AENNEI ONKLDEGH, жле жоё з 
WOOLHAMPTON. ENTRANCE . 
AND GARDEN FRONTS.. . . 
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The hall is panelled in oak; the end beyond the arches is covered with old 
Flemish panels. Irish green and bastard statuary marble are used for the floors, 
and old Moorish tiles (green and white) form the surround to the fireplace. 


KENNET ORLEIGH, 
WOOLHAMPTON. THE HALL 
AND THE GARDEN FRONT. 
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HOUSE AT LowTHER TERRACE, KELVINSIDE, 
GLascow.—This is built of white sandstone and 
roofed with Westmorland grey slates. The finish- 
ings of the principal rooms are in Austrian oak 
and Italian walnut. Use has been made to a 
great extent of ornamental plasterwork, and a 
good deal of carving has been introduced in the 
fireplaces, &c. The fitments, decorations, and 
furnishings of the Adam bedroom were supplied 
by Marsh, Jones & Cribb, of Leeds, who also sup- 
plied some of the furnishings of the hall. The 
Bromsgrove Guild and William Towner & Sons, 
Glasgow, are responsible for the fibrous plaster- 
work. The following is a list of the other con- 
tractors :— 

Stonework (generally), Robert Murdoch & Son, 
Glasgow; stonework (carved work, chimneypieces), 
William Vickers, Glasgow; joiner work, George 
Ferguson & Sons, Glasgow; tile-work, Haddow 
Forbes & Co., Glasgow; casements and casement 
fittings, Henry Hope & Sons, Birmingham ; grates, 
&c., Marsh, Jones & Cribb, Leeds, and William 
Kemp & Co., Glasgow; plumbing and sanitary 
work, Wallace & Connell, Glasgow ; electric wiring 
and fixtures and bells, J. B. Meiklejohn, Glasgow ; 
woodwork carving, John Crawford, Glasgow, 
and H. H. Martyn & Co., Cheltenham; stained 
glass and leaded lights, Oscar Paterson & Co., 
Glasgow; gates, railings, handrails, &c., D. M. 
Tyre, Glasgow; wall-papers, &c., Bowie Fisher 
& Co., Glasgow ; lift, Waygood & Co., London. 
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1. Front entrance. 
2. Parlour. 

3. Conservatory. 
4. Inner hall. 

5. Outer hall. 

6. Cloaks. 
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7. Dining-room. 13. Store. 18. Harness room 
8. Billiard-room. 14. Coals 19. Stable. 

g. Pantry. 15. Cycles. 20. Garden. 

10. Kitchen. 16. Washhouse. 21. Yard. 

11. Scullery. 17. Garage and 

12 Larder. coach-house. 
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JAMES MILLER, A.R.S.A., Architect, GLASGOW. 
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Photo: Bedford Lemere & Co. 


The chimneypiece and upper walls of hall are of Painswick stone, the lower portion of walls 


being panelled in Austrian oak to the height of nine feet. The ceiling is also of Austrian oak. 


HOUSE AT LOWTHER TERRACE, 
KELVINSIDE, GLASGOW 
THE INNER HALL. 
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Photo: Becford Lemere & Co. 


This room is panelled in Austrian oak. The surround to the chimneypiece is 
of pavonazzo marble, the grate being of bright steel, of eighteenth-century pattern. 
The frieze and ceiling have leaf-and-flower decorations in modelled plaster. 


HOUSE AT LOWTHER TERRACE, 
KELVINSIDE, GLASGOW. 
THE DINING-ROOM. . 
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JAMES MILLER, A.R.S.A., Architect, GLASGOW. 
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Photo: Bedford Lemere & Co. 


The drawing-room is panelled in wood the whole height, painted white. The chimneypiece 
is also of wood and pavonazzo marble, the drops at sides of mantel being carved in lime- 
tree. The ceiling and cornice are of fibre plaster. The whole room is finished in white. 


HOUSE AT LOWTHER TERRACE, 
KELVINSIDE, GLASGOW. 
THE DRAWING-ROOM. 
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Bedford Lemere & Co. 
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elliptical ceiling is finished in fibre plaster with low-relief pattern. 


The billiard-room walls are panelled in Italian walnut, and the 
The walls, fitments, and furniture of the 


THE BILLIARD-ROOM AND THE 


HOUSE AT LOWTHER TERRACE, 
"ADAM" BEDROOM. 


KELVINSIDE, GLASGOW. 


bedroom are 


" Adam " 


iling is in fibre plaster. 


in mahogany, painted white, and the cc 
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Upton GrReEyY.—This was an old farm-house 
which had been rather ruthlessly altered from 
time to time ; part of it was used as two labourers’ 
cottages. Owing to the nature of the work there 
was no general contract for the buildings and 
repairs. Mr. Manser, of Sheffield on Loddon, 
undertook all the work as day-work. Mr. Nicholls 
acted as clerk of works, or architect in residence, 
and rendered very valuable services. Most of the 
old work was in a bad condition and required very 
careful handling. Internally there was an oak 
staircase and two pleasantly panelled bedrooms. 
The staircase was carefully repaired, and the 
panelling was all taken down, cleaned, and 
replaced; that from one of the bedrooms was put 
in the hall. The half-timber work of the porch 
and hall bay is all of solid construction ; the oak 
that was used came from an old barn that had 
been pulled down. Externally but little of the 
old work remained but two chimney stacks 
and a half-timber gable. 
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Dawn HovsE, WINCHESTER.—This house 
stands on high ground sloping to the south-east, 
about a mile to the east of Winchester. The 
buildings are faced with Chichester clamp bricks 
with deep red Wrotham dressings, and the roofs 
of a rich deep red shade of hand-made Wrotham 
tiles. The cornice is of wood, and together with 
the rest of the external woodwork, except the 
shutters, is painted white. The shutters are 
painted green. The general contractors for the 
house were Wise & Co., of Deal. The motor 
house and cottages were built by Musselwhite & 
Sapp, of Basingstoke, who also built all the garden 
walls, &c. The electric-light work was carried 


out by Drake & Gorham under the supervision of 
Mr. Stanhope Thornton. The electric-fittings were 
all specially made by Shirley & Co., of Percy 
Street, W. The grates for the principal rooms were 
supplied the Well Fire Co., the others by Thos. 
Elsley, Ltd. Mr. Wells was the clerk of the 


works. 
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ERNEST NEWTON, Architect, LONDON 


Photo: T. Lewis. 


This was an old farmhouse which had been rather ruthlessly altered from 
time to time ; part of it was used as two labourers’ cottages. Most of the 
old work was in a very bad condition, and required careful handling. 


UPTON GREY, 
.ENTRANCE FRONT. 
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Photo: T. Lewis. 


Externally but little of the old work remained but two chimney stacks and a half-timber gable. This gable 
is at the north side, and does not show in the photographs. The half-timber work of the porch and hall 
bay is all of solid construction; the oak that was used came from an old barn that had been pulled down. 


UPTON: GREY. . 
FRONT. 


GARDEN 
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Photo: T. Lewis. 


This house stands on high ground sloping to the south-east, about a mile to the east of 
Winchester. The buildings are faced with Chichester clamp bricks with deep-red 
Wrotham dressings, and the roof, of a rich deep-red shade, of hand-made Wrotham tiles. 


DAWN HOUSE, WINCHESTER. 
ENTRANCE FRONT. 
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Photo: T. Lewis. 
The Architectural Review. 


The 


The shutters are painted green. 


ae wx 


exterior cornice is of wood, and together with the rest of the external wood- 


The special feature of the plan is the hall with the large garden porch. 
work, except the shutters, is painted white. 


DAWN HOUSE, WINCHESTER. 


GARDEN FRONT. . 


NICHOLSON and CORLETTE, Architects, LONDON. 


BuRTON MANOR, CHESHIRE.—Burton Manor is 
on the rising ground to the north of the Dee, and 
the south front looks out over the river to the 
Welsh mountains beyond. As the outer and the 
dividing walls of the portion comprising the 
drawing-room, garden room, and the library, which 
formed part of the earlier house, were substantially 
built, these were, with the roof timbers, re-used as 
part of the new house when the rest was pulled 
down. The outer slope of the roof was altered 
in shape and re-covered with thick grey Westmor- 
land slates, and the walls externally were refaced 
in local red sandstone quarried on the estate. 
The same materials were used for the walls and 
roofs of the new building as a whole. From the 
south-east corner of the dining-room round to the 
north-east corner of the north front the external 
walls were built hollow, the inner part of the walls 
being of brick. In general arrangement the plan 
places the entrance on the north, the reception- 
rooms on the south and west, and the kitchen on 
the east with two uncovered internal courts. The 
servants’ quarters being placed ona mezzanine 
floor instead of on a top floor, a practical use is 
thus made of the greater height required in the 
large reception rooms. The fountain court is 
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The Fountain Court. 


paved with black and white marble, and the walls 
finished in plaster of uneven surfaces worked with 
a wooden float. The piers and keystones are of 
red sandstone, and the arches and horizontal bands 
are red hand-made tiles; the woodwork of this 
court being painted green. The carved and pierced 
panelling to the principal staircase, the stone, 
marble, and wood mantelpieces, the paving, 
wrought ironwork, door furniture and fittings, rain- 
water heads, stone and wood carving, decorative 
plasterwork, and the wall panelling in the dining 
room, were executed by the various craftsmen 
from the architects’ designs and full-size details. 

The contractors were Alexander White & Sons, 
Liverpool, and the following are some of the sub- 
contractors :— Decorative plaster-work, G. P. 
Bankart, London, and Н. Н. Martyn & Со., 
Cheltenham: external carved stonework and 
wocdwork on the north front, H. H. Martyn & 
Co., Cheltenham; carved woodwork on principal 
stairs and chimneypieces, H. K. Kucheman, Pit- 
sea, Essex ; marblework, Fenning & Co., London ; 
rainwater-heads, locks, and furniture, Lockerbie & 
Wilkinson, Birmingham ; heating, Gibbs, Renton, 
& Co. Ltd., Liverpool ; electric lighting, F. Geere 
Howard, Berners Street, London, W. 
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Photo: Cyril Ellis. 


n 
P 


Burton Manor stands on rising ground to the north of the Dee, and the south front looks out 


over the river to the Welsh mountains beyond. 


The outer and the dividing walls of the 


portion comprising the drawing-room, garden-room, and library formed part of an earlier house. 


BURTON MANOR, CHESHIRE}. 


VIEW OF THE SOUTH FRONT. 


The Architectural Review. 
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NICHOLSON and CORLETTE, Architects, LONDON. 
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Photo: Cyril Ellis. 


The outer slope of the roof over the old portion was altered in shape and re-covered with thick 
grey Westmorland slates, and the walls externally were refaced in lecal red sandstone quarried on 
the estate. The same materials were used for the walls and roofs of the new building as a whole. 


BURTON MANOR, 
CHESHIRE. ІНЕ 
NORTH FRONT . 
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Photo; Cyril Ellis. 


The gardens shown in the view on this and the next page were designed 
as a part of the architectural scheme in connection with the house itself. 


BURTON MANOR, 
CHESHIRE. THE. 
SOUTH GARDENS. 
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Photo: Cyril Ellis. 


The south wall of the stables forms the north boundary of the forecourt, and an 
existing shed with a roof of low slope was made to form the eastern boundary, 
while a new and higher portion with gables was built as a termination on this 
side towards the south. The weather-boarding to the gables is of unpainted elm. 


BURTON MANOR. 
CHESHIRE. THE. 


NORTH GARDEN . 
AND FORECOURT . 
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RESTORATION OF AN OLD MANOR’ HOUSE, 
SOMERSET.—The old Manor House particu- 
lars of the interiors of which are here published 
is situated in Somerset. Until recently it had 
been used as a farm, but the property, having 
been purchased for residential purposes, has now 
been thoroughly put in order and the original 
character of the house discovered and carefully 
restored, with necessary kitchen quarters added 
in the same manner. 

The dining-room is a small room panelled in 
oak cut out of old beams, with a Ham Hill stone 
fireplace intericr, all finished to agree as nearly 
as possible with the character of the old house. 

In the restoration of the sitting-room, an old 
fireplace was discovered behind the plaster, which 
has been retained. А hob grate with stone 
interior has been inserted, just enough room being 
left for two oak seats with old panels in the re- 
maining space in the ingle-nook. The timbers in 
the ceiling were also discovered and re-exposed, 
and the old linenfold panels and other treatment 
added to complete the room. 

The hall is also panelled in old beam oak and 
paved with old Ham Hill stones; the fireplace 
interior is also of Ham Hill stone. The staircase 
seen through the opening had evidently been of 


Georgian character, and has now been completed 
in the same manner. 

The house had been neglected for so long that 
great care had to be taken in carrying out the 
work to prevent the whole house falling down. 
E. C. Hughes, of Wokingham, was the general 
contractor, and the oak-work in the interiors was 
carried out by Gill and Reigate. 


The Sitting-room. 
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The hall is panelled in old beam oak and paved with old Ham Hill stones; the 


The staircase seen through the opening had 
evidently been of Georgian character, and was completed in the same manner. 


fireplace is also of Ham Hill stone. 


OF AN 
MANOR HOUSE, 


RESTORATION 
SOMERSET 


OLD 
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NIVEN and WIGGLESWORTH, Architects, LONDON. 
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beams, with a Ham Hill stone fireplace interior, all furnished to 
agree as nearly as possible with the character of the old house. 


The dining-room is a small room panelled in oak cut out of old 


OLD MANOR HOUSE, 


RESTORATION OF AN 
SOMERSET. 


THE DINING-ROOM . 
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NIVEN and WIGGLESWORTH, Architects, LONDON. 
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a hob grate with stone 


interior has been inserted, just enough room being left for two oak seats with old panels in the 


In the sitting-room an old fireplace was discovered behind the plaster ; 


remaining space in the ingle nook. The timbers in the ceiling were also discovered and re-exposed. 


RESTORATION OF AN 


MANOR HOUSE, 


OLD 


SOMERSET 


THE LIVING-ROOM. 
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NIVEN, WIGGLESWORTH, and FALKNER, Architects, LONDON and FARNHAM. 


HOUSE NEAR FARNHAM, SURREY.—This house, 
an example in the modern Georgian manner, 
is built in red brick, with stone dressings to 
the porch, brick quoins relieving the surface at 
the corners of the bay, &c. The windows 
are of wood painted white. The bricks are 
2 in., most carefully selected for colour. The 
result is most subdued ; an effect of great quiet- 
ness was aimed at, and, it is believed, has 
been attained. The entrance hall and vaulted 
corridor are simply finished in white, the latter 
being paved with dark red hexagonal tiles, and the 
entrance hall has a floor of black and white marble 
squares. The hall has walls panelled with oak. 
The inner hall is panelled with basswood stained 
black, but not sufficiently dark to hide the grain. 
The ceiling has modelled plaster beams. The 
fireplaces have a Teale grate with a surround of 
Medmenham tiles. The drawing-room, to which 
this forms the lobby, is panelled in pine, painted 
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House near Farnham, Surrey. 
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white, and the dark panelling of the hall acts as a 
foil. The general contractor was A. G. Marden, 
of Farnham. The bricks for the south front were 
supplied by T. B. Lawrence & Sons, of Bracknell, 
and for the north front by Thos. Mitchell, of 
Guildford. The general contractor carried out all 
the work, including the panelling, to the perfect 
satisfaction of the architects. The grates were 
supplied by the Teale Fireplace Co., of London ; 
G. P. Bankart, of London, executed the modelled 
plasterwork and the lead rainwater heads. The 
marble paving was supplied by Art Pavements 
and Decorations, Ltd., London, and Van Straaten 
& Co. supplied the hexagonal tiles in the hall. 
The sanitary fittings are by Shanks & Co., Ltd. ; 
Staal & Co., London, supplied the front door and 
made the lantern over it to the architects’ full-size 
details, and Lowndes & Drury, London, made the 
stained-glass window in the hall from the archi- 
tects’ cartoon. 
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The garden front has a projecting loggia supported on stone columns. The bricks 
are 2-in., most carefully selected for colour. The result is very subdued; an 
effect of great quietness was aimed at, and is believed to have been attained. 


HOUSE NEAR FARNHAM, 
SURREY. « e wo» а. 
THE GARDEN FRONT. 
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The entrance hall and vaulted corridor are simply finished in white, the latter 
being paved with dark-red hexagonal tiles, and the entrance hall has a floor 
of black and white marble squares. The hall has walls panelled with oak. 


HOUSE NEAR FARNHAM, 
SURREY. ENTRANCE . . 
HALL AND CORRIDOR. . 
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The inner hall is panelled with basswood stained black, but not sufficiently dark to 
hide the grain. The ceiling has modelled plaster beams. The fireplace is in Medmen- 
ham tiles with a Teale grate. The drawing-room, to which this forms the lobby, is 
panelled in pine painted white, and the dark panelling in this room acts as a foil. 


HOUSE NEAR FARNHAM, 
SURREY. 
THE INNER HALL. 
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WILLIAM and SEGAR OWEN, Architects, WARRINGTON. 


THE GABLES, THELWALL, CHESHIRE.—This 
house has been designed in the traditional style of 
Cheshire buildings and has a solid oak half- 
timber framework on a base of Surrey sand-faced 
brick, which material is also used for the chimney 
stacks, &c. The roofs are covered with Yorkshire 
tiles. The whole of the interior woodwork is of 
canary wood, stained and varnished. The work 


includes stabling for two horses, coach-house, 
The 


dining-room, morn- 


harness-room and coachman’s quarters. 
accommodation comprises 
ing-room, and drawing-room on the ground 
floor, with square hall, butler’s pantry, kitchen, 


scullery, and offices. There is a veranda, 


at one end of which a dark-room has been 
formed. 
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Photo: T. Lewis. 


The house in half-timber is in traditional Cheshire style. The framing is solid and of 
oak, and the bricks are Surrey sand-faced. The roof is covered with Yorkshire tiles. 


THE GABLES, THELWALL, 
CHESHIRE, E 
SOUTH ELEVATION. . 
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The whole of the interior woodwork is of canary wood, stained and varnished. 
The windows have meta! casements, with leaded lights having diamond panes. 
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THE GABLES, THELWALL, 


CHESHIRE. E 
THE DRAWING-ROOM. 


WILLIAM and SEGAR OWEN, Architects, WARRINGTON. 
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THE GABLES, THELWALL, 
CHESHIRE. THE ENTRANCE 
PORCH AND THE SOUTH-. 
WEST ELEVATION. 
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BARRY PARKER and RAYMOND UNWIN, Architects, BALDOCK and HAMPSTEAD. 


HousE FOR Mr. E. К. WOODHEAD, ASHGATE 
RoaD, CHESTERFIELD, DERBYSHIRE.—This house 
stands on a hill a few miles out of the colliery 
town of Chesterfield, in Derbyshire. It faces to 
the road (from which it stands back a consider- 
able wav) and to the south ; but in order not to 
sacrifice any of the precious south front and 
view to the entrances, and to reserve it all for the 
windows of the principal rooms, the drive is taken 
round to the north side of the house, and the front 
door is placed at that side, but abundantly sheltered 
and protected. Everything shown in the photo- 
graphs—all the furniture, the gas-fittings, metal- 
work, and decorations—has been made to the 
In the west wall of the 
great hallis an arch, built up for the time being, 
but arranged to open into a billiard-room to be 
built on at this end of the house. The central part 
of the fitment on this wall of the great hall is so 
designed that it can be placed in a position pre- 


architects' own designs. 


pared for it in the designs for the billiard-room 
when this room is built. The fireplaces in the 
great hall are built of local stone. The furniture 
was made by Eyre & Sons,Chesterfield. The general 
contractor was John Wright, of Chesterfield. 

The stone used was local; the dressings from 
Peasenhurst, Ashover, and Freeburch, Winger- 
worth. Carved stone by Earp, Hobbs & Miller, of 
Manchester. The hand-made roofing tiles came 
from A. W. Peake, Stoke-on-Trent. 
the architects’ designs were made by Oates & 
Green, of Halifax, and Russell & Co., of Derby. 
J. P. Steel, 
Stoke-on-Trent, carried out the gas- 


The grates to 


The ground flooring is of wood blocks. 
Shelton, 
fittings to architects’ own designs, and Lockerbie 
& Wilkinson, Birmingham, supplied the door 
furniture, also to the architects’ designs. The 
leaded lights came from Henry Hope & Sons, Ltd., 
of Birmingham, and the art metal-work from 
the Bromsgrove Guild and from J. P. Steele. 


GROUND ‘° PIAN 


BEDROOM PEW 
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The house stands on a hill a few miles out of Chesterfield and faces 


south towards the road, from which it stands back some considerable way. 
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BARRY PARKER and RAYMOND UNWIN, Architects, BALDOCK and HAMPSTEAD. 


HOUSE, ASHGATE ROAD, 


CHESTERFIELD . 
SOUTH FRONT. 


BARRY PARKER and RAYMOND UNWIN, Architects, BALDOCK and HAMPSTEAD. 


In the west wall of the great hall is an arch, built 


All the furniture, gas fittings, metal work, and decorations have been made to 


the architects’ own designs. 


The fireplaces in the hall are built of local stone. 


up for the time being, but arranged to open into a billiard-room to be built on 


at this end of the house. 


HOUSE, ASHGATE ROAD, 


CHESTERFIELD . 
THE HALL 
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House AT CAMBERLEY FOR Mr. D. F. Mac- 
KENZIE.— This house is situated in the highest 
part of Camberley, and commands fine views from 
the upstairs rooms. It lies off the main London 
road between Bagshot and Frimley. The site is 
mostly open, but somewhat protected on the north- 
east side by trees, which hide it from the road. 
The main rooms on the ground and first floors 
face south-east and south-west, overlooking the 
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House at Camberley for Mr. D. F. Mackenzie. 
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CAMBERLEY. 


croquet lawn and adjoining fields. The subsoil is 
gravel and sand. The elevations are of red hand- 
made facing bricks of local make, pointed in 
white mortar. The window frames are brought out 
one inch from the face of the main walls, painted 
white, and filled in with casements having stout 
bars. The entrance doorway and columns to 
loggia on garden front are executed in Monk's 
Park stone, and the roofs are covered with local 
hand-made sand-faced tiles. Internally 
the grates are Bratt, Colbran & Co.'s 
“ Heaped ” fires, with tile surrounds and 
hearths, and wood mantels in natural 
colours — fumed oak, canary wood, &c. 
The heating on the medium-pressure 
hot-water svstem was installed by Ren- 
ton, Gibbs & Co., of Reading. William 
Watson, of Ascot, was the builder, and 
carried out the steel and plumbing work 
and the electric bells. Many of the 
materials were supplied by Parker, 
Winder & Achurch, Ltd. The lead 
downpipes and rainwater heads came 
from the Bromsgrove Guild. The gas 
fixtures were supplied by the New In- 
verted Incandescent Gas Co., and the 
telephones by the National Telephone 
Co. The shrubs and trees were planted 
and the grounds laid out by J. D. Craig 
& Son, Camberley. 


DENNISTOUN, CAMBERLEY. — This 
house is not three minutes' walk from 
Camberley station and shops, but quite 
secluded by means of the wooded sites 
all round, the approach being through 
one of these off the road. The house 
stands in grounds of about two acres, 
containing some very fine specimens of 
firs, and is well protected on the north 
and east by adjoining woods. The en- 
trance is on the north-west from a gravel 
forecourt, but all the main rooms face 
either south-east or south-west, facing 
the garden. The subsoil is gravel and 
sand. The elevations are of red hand- 
made local brick, pointed in white mor- 
tar. The window frames are brought 
out one inch from the face of the main 
walls, painted white, and filled in with 
casements with stout plain bars. The 
columns to the veranda on the garden 
front are of Bath stone. The roofs are 
covered with local hand-made sand-faced 
tiles, and the flats are covered with vul- 
canite. The cornice to the eaves is of 
wood painted white, except where there is 
aparapet wall. Internally the grates are 
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This house is built in the highest part of Camberley, and has fine views from the upper win-ows. It lies of 
the main London road between Bagshot and Frimley. Elevations are of red brick, window frames of wood 
brought out one inch from face of wall. Entrance doorway and columns to loggia in Monk's Park stone. 


HOUSE AT CAMBERLEY FOR 
MR. D. F. MACKENZIE. . . 
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H. R. and B. A. POULTER, Architects, CAMBERLEY. 


well fires, and Bratt, Colbran & Co.'s ‘‘ Heaped”’ 
fires in brick and tile surrounds, executed from 
the architects’ designs, in some cases having 
glazed tile surrounds and wood mantels. The 
dining-room is panelled in fumed oak to a height 
of about six feet, the work being executed by 
G. Wright, Ltd., of London, who also supplied 
the sanitary fittings. The walls generally are 
white with dark brown paint to the woodwork. 
The heating, on the medium-pressure hot-water 


system, is by Renton, Gibbs « Co., of Reading. 
The ground work, lawn, &c., was carried out by 
Mr. Holt, of Camberley, and the planting of shrubs, 
&c., by W. Craig, of Camberley. The builder was 
Thomas King, of Camberley. The Bath stone 
work was executed by W. Mansell & Son, of 
Camberley, and the vulcanite flats by Vul- 
canite Ltd., London. The lead downpipes 
and rainwater heads are by the Bromsgrove 
Guild. 


NOTE 
HEATING CHAMBER 


WINE STORE AND 
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IN BASEMENT SEDVANT [T 
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Dennistoun, Camlerley. 
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DENNISTOUN, CAMBERLEY 
ENTRANCE FRONT. . . 
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DENNISTOUN, CAMBERLEY. 


GARDEN FRONT. 
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E. TURNER POWELL, Architect, LONDON. 


HUNGER HILL, COOLHAM, Susskex.— The stone- 
work of this house is local, that under the three 
gables being of Sussex marble quarried from the 
estate. All the external woodwork is of oak, 
the upright framing being of oak 4} in. thick. 
The whole of the roofing is of old stone heeling. 
On the west side there is a paved walk of Sussex 
marble roughly quarried. Oak shingles are used 
over the garden entrance, and the projecting bay 


of the hall is built entirely of oak, the corner- 
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posts being 12 in. square with heads and sills to 
correspond. The oak room is panelled entirely 
in oak, and the chimneypiece is of sandstone with 
oak beam over the opening, and above it a recessed 
panel in enriched modelled plasterwork. The 
dining-room fireplace is of Sussex marble polished, 
the recess being formed of tiles in various 
patterns. The charm of the house is to a great 


extent in the textures of the different materials 


employed. 
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Hunger Hill, Coolham, Sussex. 
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Photo: E. Dcckree. 


The stonework under -the three gables is Sussex marble, quarried from the 
estate. All the external woodwork is of oak, the upright framing being of oak 
44 in. thick plastered between. The entire roofing is of old stone heeling. 


HUNGER HILL à 
COOLHAM, SUSSEX . , 
THE ENTRANCE FRONT. 
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E. TURNER POWELL, Architect, LONDON. 
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The stone paving to this front is in Sussex marble roughly quarried. Oak shingles 
are used over the garden entrance. The projecting bay of hall is built entirely of 
oak, the corner posts being 12 in. by 12 in., with heads and sills to correspond. 


HUNGER HILL 
COOLHAM, SUSSEX. 
THE WEST FRONT. 
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Another view of the west front and the paved walk. The paving is of Sussex 
marble roughly quarried. Oak shingles are used over the garden entrance. 


HUNGER HILL 
COOLHAM, SUSSEX. 


THE GARDEN ENTRANCE. 
The Architectural Review. 
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E. TURNER POWELL, Architect, LONDON. 
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All the external woodwork is of oak, the upright framing being of oak 4} in. 
thick, plastered between. The whole of the roofing is of old stone heeling. 


HUNGER HILL 
COOLHAM, SUSSEX 
VIEW TO THE SOUTH. 
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The oak-room fireplace is of sandstone, with oak beam and recessed panel in enriched 


modelled plasterwork. The room 15 panelled entirely in oak. The dining-room 
fireplace is of Sussex marble polished, the recess being formed of tiles in various patterns. 


HUNGER HILL 
COOLHAM, SUSSEX 


DETAILS OF CHIMNEYPIECES. 
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Four BEECHES, BICKLEY, KENT.—This house 
was designed as a home for its architect, and it 
was very necessary that economy should be 
studied. All surperfluous ornamentation was dis- 
carded, and the methods of construction adopted 
were of the simplest character. 

So far as the plan is concerned, the main 
requirements were for a living-room of fair size 
with a workroom opening off it, so that its 
occupant be not too much cut off from his family, 
and yet affording a bolt-hole from the stray caller. 
It was as well desired that the living-room and 
workroom could be drawn into one large room 
for the entertainment of friends. The dining-room 
was placed to secure morning sun for breakfast, 
and to command a fine view across a valley below 
this side of the house. 
secured to the domestics in the kitchen, and the 
fact that they have a pleasant room to work in 


The advantages are equally 


is appreciated. The garden door is in juxtaposi- 
tion to the lavatory and w.c., and saves the chance 
of muddy feet coming directly into one of the 
living-rooms. The arrangement of kitchen and 
offices is shown on the plan, and an independent 
service door to the dining-room secures meals 
being laid without maids having to come into the 
hall. On the first floor there are five bedrooms 
and a dressing-room, bath and w.c., &c., with 
playroom and boxroom in roof. 

Internally the plastered walls are distempered a 
plain cream colour, making an excellent back- 
ground for pictures and furniture. The woodwork 
is all in deal finished with two coats of carbolineum, 
the pleasant grey-brown colour of the same proving 
good to live with and improving as time goes on. 
White paint throughout the house would have 
added considerably to the labours of the house- 
maid in having to be constantly cleansed, and 
would have needed repainting by now. 

The only touch of ornament in the house is in 
the ceiling of the living-room and workroom, where 
there are some interesting pieces of Mr. Bankart’s 
plaster set into a hand-floated surface. 

Externally the walls are faced with red bricks of 
pleasantly varied tones and good surface supplied 
by C. H. Norris & Co., of Erith, and the roof is 
covered with hand-made tiles. 


The casements are from the Crittall Manufac- 
turing Company, the glass was made by Mr. Paul 
Woodroffe, and is quite plain with the exception of 
the hall window, which has four interesting designs 
by Mr. Woodroffe, of ** Earth,” “Air,” “ Fire," and 
“ Water," treated heraldically. 

There is little to be said about what is, after all, 
a very simple cottagey building—its position on the 
plots and its design were considerably influenced by 
the four fine beech trees under which it nestles. It 
was kept long and low, and the aim of its designer 
was that it should be as unaggressive in character 
To the latter end the 
beech trees have lent kindly aid; the roofing tiles 


and colour as possible. 


that at first were inclined to shout have now been 
quietened down and begin to show traces of lichen. 

The dormer windows had to break the lines of 
the eaves to comply with a local by-law that 
insists on 7 ft. 6 in. to the tops of windows of 
living-rooms. 
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This house was built for the architect's own occupation, and forms part 
of a development scheme that is still being carried out. The site stands 
high, and commands good views across a valley. The subsoil is gravel. 


FOUR BEECHES 
BICKLEY, KENT 
ENTRANCE FRONT. 
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C. H. B. QUENNELL, Architect, LONDON. 


The idea was to make the plan of this house as simple and inexpensive as possible 


The walls are faced with a hand-made red brick, and the roofs covered with red tiles. 


FOUR BEECHES . 
BICKLEY, KENT . 
GARDEN FRONT. 
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C. H. B. QUENNELL, Architect, LONDON. 
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The staircase hall is panelled in deal, stained dark brown. The leaded-light 
window has four stained-glass panels (left to right) representing “ Water," “ Air,” 
“Earth,” “Fire,” typified by the shell, feather, leaf, and flame, respectively. 
FOUR ‘BEECHES у ж з 
BICKLEY, KENT . 


THE STAIRCASE HALL. 
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This room and the workroom communicate by means of double doors, 


making, on occasion, one large room 34ft. long by 14 ft. wide. 


The floor 


is finished in oak. The modelled plaster panels are set in plaster left rough. 


FOUR BEECHES . . 
BICKLEY, KENT . . 
THE LIVING-ROOM. 
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JOHN W. SIMPSON and MAXWELL AYRTON, Architects, LONDON. 
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RECONSTRUCTION OF LONGSTOWE HALL, CAMBRIDGESHIRE. 


INTERIOR AND EXTERIOR OF ENTRANCE PORCH. . 
— 181 — The Architectural Review. 


JOHN W. SIMPSON and MAXWELL AYRTON, Architects, LONDON. 
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This view of the gate lodge, which is the main entrance, is 
from the park. The coachman’s quarters are situated on one 
side of the gate lodge, and the head butler's on the other side. 

RECONSTRUCTION OF 

LONGSTOWE HALL, 

CAMBRIDGESHIRE. 

THE GATE LODGE. 
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JOHN W. SIMPSON and MAXWELL AYRTON, Architects, LONDON. 
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The panelling on the left-hand side of the illustration forms a series of hat and coat cup- 
boards. The floor is paved with marble tiles, Belgian black and Pentelikon altern xtely. 


RECONSTRUCTION OF . . . 
LONGSTOWE. HALL < Xx a 
CAMBRIDGESHIRE. 

THE ENTRANCE CORRIDOR. 
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JOHN W. SIMPSON and MAXWELL AYRTON, Architects, LONDON. 


1. Wrought-iron latch-plate to garden entrance-doors. 2. Wrought-iron bell-pull to front entrance, with bronze 
figure of “Charity " standing on ball in handle. 3. Latch-plate and grilles to doors dividing hall and lobby. 
RECONSTRUCTION OF LONGSTOWE HALL, 
CAMBRIDGESHIRE. METAL-WORK DETAILS. 
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JOHN W. SIMPSON and MAXWELL AYRTON, Architects, LONDON. 
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The twisted columns on each side of the tambour door on the 
right of the illustration are old, probably Dutch, with gilded caps. 


RECONSTRUCTION OF 
LONGSTOWE HALL, . 
CAMBRIDGESHIRE. . . 
AE MALAS 5a» 3s 
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JOHN W. SIMPSON and MAXWELL AYRTON, Architects, LONDON. 
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The top view shows the archway and balustrade to the forecourt ; the bottom 
view, the wrought-iron gates on the drive at the entrance to the garden. 
RECONSTRUCTION OF 
LONGSTOWE HALL, 
CAMBRIDGESHIRE. . 
DETAILS. 
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ROBERT WHYTE, Architect, HELENSBURGH. 


RAVENSCOURT, THORNTON Harr.—This house 
has a very fine situation, and commands an exten- 
sive view of the surrounding country. The walls 
are built of brick and rough-cast, all dressings and 
ashlar work being executed in Giffnock stone. The 
carving of the stonework at doorway was done 
by William Vickers, of Glasgow. The roofs are 
covered with hand-made tiles. It is intended to 
build a terrace along the south and west sides. 
The casements and leaded lights were supplied 
by Henry Hope & Sons. The lodge and stables 
in connection with the house are carried out in 
the same materials. The billiard-room and halls 
are panelled in kauri pine, seven feet high, with 
moulded ceiling beams of the same wood. The 
ceilings, of modelled plaster, are the work of the 
Bromsgrove Guild, who carried out most of the 
enriched plasterwork. 

The dining-room is panelled in kauri pine from 
floor to ceiling. The grate and electric fittings 
are armour-bright with ornaments of brass, and 
were supplied by William Kemp & Co., Glasgow. 
The furniture is of mahogany, and was specially 
designed for this room, and made by Wylie & 
Lockhead, of Glasgow. The fireplace is of 
Painswick stone. The drawing-room is panelled 
in mahogany, and painted white. The frieze is 
hung with silk of a grey-blue colour to tone with 


DINING ROOM 


the carpet. The ceiling is of modelled plaster. 
The brass grate has a surround of pavonazzo 
marble, with Persian tiles. The two bedrooms 
illustrated are panelled and painted white; the 
ceilings are enriched with bands of modelled 
plaster. In one room the metal fittings and beds 
are all finished in oxidised silver, the carpet is 
rose colour, and the furniture of mahogany. 
The furniture of the other room is Italian walnut, 
and the carpet of green colour. These bedrooms 
were executed by Marsh, Jones & Cribb, Ltd., 
Leeds. The house throughout is lighted by elec- 
tricity, and heated by low-pressure water in coils. 

The general contractors were Robert McAlpine 
& Sons, of Glasgow and London. The sanitary 
ware and fittings were supplied by Shanks & Co. 
The carved woodwork generally is by John Craw- 
ford, of Glasgow. Panelling, chimneypieces, &c., 
were executed by Cooper & Co., Glasgow. 
Guthrie & Wells, of Glasgow, supplied the stained- 
glass and leaded lights; William Kemp & Co., 
Glasgow, the electric-light fixtures; J. & R. 
Anderson, Glasgow, the wall papers and wall 
hangings; James Combe & Son, Glasgow, the 
heating apparatus; the Bromsgrove Guild the 
lead down-pipes and rainwater heads; and 
Matheson and Bryson, Glasgow, the door furni- 
ture. 


+ + ow n 


= = = > oe 


ande ES 
„аба, бу. 
Паво ет 
valor EEPE 


GROUND FLOOR PLAN 


9^ 
Geer. 


The Architectural Review. 


ROBERT WHYTE, Architect, HELENSBURGH. 


The house is in a very exposed position, and commands extensive views of surrounding 
country. The walls are of brick and rough-cast with dressings of Giffnock stone. 


RAVENSCOURT, . 
THORNTON HALL. 
GENERAL VIEW. 
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ROBERT WHYTE, Architect, HELENSBURGH. 
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The drawing-room is panelled in mahogany, and painted white. The ceiling is of 
modelled plaster, and the frieze is hung with silk of a grey-blue colour to tone with 
the carpet. Тһе brass grate has a surround of pavonazzo marble, with Persian tiles. 


RAVENSCOURT, . . . 
THORNTON НАШ. . . 
THE DRAWING-ROOM. 
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ROBERT WHYTE, Architect, HELENSBURGH. 
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These small bedrooms have the walls painted white, and the ceilings enriched with bands of modelled plaster. 
In the top room the metal fittings and beds are all finished in oxidised silver, the carpet is rose colour, and the 
furniture of mahogany. The furniture in the lower room is Italian walnut, and the carpet green in colour. 

RAVENSCOURT,. . 

THORNTON HALL. 

TWO BEDROOMS . 
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EDGAR WOOD, Architect, MANCHESTER. 


HousE AT STAFFORD.—This house has a good 
situation facing Castle Road, Stafford, standing 
on rising ground with a fair expanse of country in 
front and around. The front faces south, the 
entrance being to the north. The south front 
looks upon the garden, which is treated with side 
terraces raised above the centre, which is also 
terraced and will eventually be completed with 
terrace walls and central steps; below will be an 
orchard, through which will be approached the 
tennis lawn. The outside walls are faced with 
a 2-in. Staffordshire brick, hard burnt, of broken 
purple and grey red tones; the stone is Bath. 
All the roofs are flat, formed of concrete and steel, 
and covered with Medusa cement with fairly good 
falls ; the roof water is collected first in roof tanks 
for domestic purposes before being 
allowed to run to waste. The in- 
terior is finished with plaster, dining 
and drawing room having marble 
slab mantels. The hall will even- 
tually be panelled in mahogany ; the 
ceiling is groined in plaster. The 
whole of the woodwork is painted [] Dinine Rx P 
white and finished with enamel. ! S 
The lighting is with gas, as the 
authorities declined to bring the 
electric main up to the house. The 
main contract has been carried out 
by Espley & Sons of Stafford, sani- 
tary fittings being supplied by Doul- 
ton & Co. Saunders & Taylor of 
Manchester fitted up the heating, 
which is by radiators. Casements 
were supplied by George Wragge 


of Salford, and James Jones of Man- lua | 
chester supplied and fixed the lead- TOTOR HOUSE 
lights. Grates were supplied by "nm Nun A 
Longden & Co., and Arthur Lee, 
Bros. & Co., of Hayes, supplied 
the special marble for the mantel- eer т eee MIL ERE 
pieces. б 5 10 МЕТАК 
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EDGAR WOOD, Architect, MANCHESTER. 


Photo: T. Lewis. 


This view shows the drive leading up to the house, with the entrance to the forecourt on the left. 


HOUSE, CASTLE ROAD, 
STAFFORD. VIEW FROM 
THE DRIVE. 
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EDGAR WOOD, Architect, MANCHESTER. 


Photo: T. Lewis. 


HOUSE, CASTLE ROAD, 
STAFFORD. . 
THE HALL. . 
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EDGAR WOOD, Architect, MANCHESTER. 
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Photo: Т Le:vis. 


The walls are built of a hard-burnt 2-in. Staffordshire brick of broken colour 
with Bath-stone dressings. The windows have iron casements and leaded lights. 


HOUSE, CASTLE ROAD, 
STAFFORD. А 
ENTRANCE FRONT . 
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EDGAR WOOD, Architect, MANCHESTER. 


Photo: T. Lewis- 


The house has been placed at the north end of the site, with terraced 
gardens to the south. All the buildings are covered with flat concrete roofs. 


HOUSE, CASTLE ROAD, 
STAFFORD. 
GARDEN FRONT. . 
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PERCY S. WORTHINGTON, Architect, MANCHESTER. 


THE ACORNS, FALLOWFIELD—ADDITIONS AND 
ALTERATIONS FOR MR. WALTER L. BEHRENS. 
This house has been largely remodelled in the 
The alcove to the long gallery is an 
addition, and various internal walls were taken 
down, the hall being considerably enlarged this 


interior. 


way. The staircase was entirely rebuilt, the main 
feature being a broad arch with modelled plaster- 
work leading from the hall, and ‘‘ dog gates ” with 
figures of “ Night ” and “ Morning." 

The stairs to the landing, the top-lighted ante- 
room, and the hall, are panelled in oak through- 
out. The long gallery, the main feature of the 
interior, was designed to receive a collection of 
Japanese curios and works of art, the museum 
beyond being for the same purpose. It is mainly 
lit by top light, and is surrounded by fine old oak 
panelling richly carved, behind which air-tight 
bronze cases are arranged for the display of 
curios. This panelling had to be considerably 
extended to fill the room, and niches were de- 
signed for the angles. A large old fireplace r3ft. 
long with elaborate figure sculpture was erected 
at the end of the room, the grate and dogs being 
old Florentine work. The alcove was designed 
as a separate study-room surrounded by book- 


cases and divided from the long gallery by sliding 
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doors which work behind the cases. The fire- 
place is in oak, with slabs of Mexican onyx round 
the grate. 

The general contractors for structural altera- 
tions and additions were J. H. Billings & Co., 
Manchester, and joiner's work was executed bv 
George Dobson. 

The following are some of the sub-con- 
tractors : — Chimneypieces, Hobbs & 
Miller, Manchester; casements and casement 
fittings, George Wragge, Ltd.; plumbing and 
sanitary work, William Bailey & Co., Manchester ; 
sanitary ware and fittings, Doulton & Co., Ltd. ; 
parquet flooring, Goodalls, Manchester ; electric 
wiring, G. M. Steinthal; plasterwork (fibrous 
or modelled), Earp, Hobbs & Miller, from archi- 
tect's designs; special woodwork, George Dobson 
(joinery), Earp, Hobbs & Miller (carving); art 
metal-work (special designs) and electric light 
fixtures, Artificers’ Guild, London; gates, Earp, 
Hobbs & Miller ; marble work, J. & H. Patterson, 
Manchester; wall papers and wall hangings, 
Thomas Ledward, Manchester; heating and 
ventilating, C. N. Haden & Son, Manchester ; 
long gallery, George 


Earp, 


bronze show-cases in 
Wragge, Ltd.; show-cases in museum, Sage & 


Co., Manchester. 


References. 


Porch. 7. Staircase 


Vestibule. 8. Landing. 

Lavatory. 9. Ante-room. 

Hall. 10. Long Gallery. 
Drawing-rocm. 1r. Alcove (movable partition). 
Dining-room. 12. Museum, 
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Photo: T. Lewis. 


The hall has been considerably enlarged by the taking down of various internal walls. The 
stairs to the landing, the top-lighted ante-room, and the hall, are panelled in oak throughout. 


THE ACORNS, FALLOWFIELD, 
MANCHESTER. THE HALL. 
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PERCY S. WORTHINGTON, Architect, MANCHESTER. 


„> * i 
аг" UU PIU EN LL 


— AMNES ^^ a 


а om ^w, еа PS iul ‹ — 
b. 

mH POI 
MT Å 


А i 
€ 
Ий 
|] ' 


ee ee 


Т -‏ س 


= = 
E 


m 


^ 
у 


mra 
TEA ый 


T — 


С *3 
PEL md 


T. Lewis. 


Photo : 


The staircase was entirely rebuilt, the main feature being a broad arch with modelled plaster- 


“Night” and ‘ Morning.” 


work leading from the hall, and “dog gates” with figures of 


THE ACORNS, FALLOW- 
FIELD, MANCHESTER. 


THE STAIRCASE. 
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PERCY S. WORTHINGTON, Architect, MANCHESTER. 


Photo: T. Lewis. 


The long gallery is lined with fine old oak panelling, richly carved, behind which air- 
tight bronze cases are arranged for the display of curios. This panelling had to 
be considerably extended to fill the room, and niches were designed for the angles. 


THE ACORNS, FALLOW- 
FIELD, MANCHESTER. 
THE LONG GALLERY. 
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PERCY S. WORTHINGTON, Architect, MANCHESTER. 


Photo: T. Lewis 


The long gallery, the main feature of the interior, was designed to receive a valuable collection of Japanese 
curios and works of art, the museum beyond being for the same purpose. It is mainly lit by top-light. 


THE ACORNS, FALLOW- 
FIELD, MANCHESTER. 
THE LONG GALLERY. 
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Do you ever stop to think that four or 
five times as much fuel is required to 
warm inadequately a portion of the home 
by open grate fires as would be necessary 
to efficiently warm every part by Low 
Pressure Hot Water > Why not make 
all the home enjoyable day and night all 
winter long, by the uniform warmth of 


DEAL x [DEAL — 


RADIATORS BOILERS 


The open fire is the most wasteful method of burning fuel--80 per селі. of the heat is lost up the chimney; in other 
words, the same amount of fuel burned scientifically would thoroughly heat four rooms instead of partially warming one. 


An Ideal Warming System is easily installed into any building, OLD or new, large or small, town or country—warming 
evenly every room, hall, nook and corner—keeping the wall: of the house dry throughout the winter months—and avoiding 


the ill-effects of dampness. 
Our fully descriptive booklet, "Homes Healthful,” will be sent post free on request, and Architects and Owners 


are invited to inspect our Showrooms. 


ATIONAL RADIATOR (OMPANY 439 and 441, Oxford Street, LONDON, W. 


"LIABLENESS, LONDON." Works: HULL, YORKS. Ideal Plain Radiator. 


Telephones: 2153-4 MAYFAIR. Telegrams : 


MORRIS & COMPANY, 


449, OXFORD ST., LONDON, W. 


DECORATION. FURNITURE. 

UPHOLSTERY. 

CHINTZES. CARPETS, 
WALL-PAPERS, crc. 


For Town and Country House, or simple 
Cottage Decoration. 


Morris Fabrics are dyed with the Old Vegetable Dyes, 
which are always beautiful, and last longest. 


MORRIS WRITING-TABLE, 


in Oak or Green Stain. Illustrated Lists will be sent on application. 


F Q. 
N2181-UPPER 
теу j| KENNINGTON 
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METAL CASEMENT S 
and 
LEADED GLAZING э 


ی 
PLEASE - WRITE FOR‏ 
New- (ата асмо‏ 


OHN BOLDING « SONS, L 


MANU — P 


ofer des ds 


| NÈ | , | 
Bat hs. Extensive Showrooms, "ny Lovaforics. 
IRON and BRASS rodea Works, 


FOUNDERS DAVIES ST., LONDON, W. MARBLE MASONS. 
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— 


Telephone: KENSINGTON 2552. 


LOWNDES ^» DRURY 


| STAINED GLASS WORKERS 


SILVER-WHITE 
BLOWN GLASS 


Is the best Material for all Descriptions 
of Plain and Ornamental Lead Glazing: 


HERALDIC DEVICES Silver-White Glass looks 
. A SPECIALITY . . like ice. It lets in all the 


light, but obscures the view. 


م — 


DESIGNS for HALL Architects may rely upon the 
same standard of quality and 
DOOR S, HALL and workmanship in Plain Sheet 
| Glazing at a fair competitive 

STAIRCASE WINDOWS. price. 


The Glass House, LETTICE STREET, Munster Road, Fulham, S.W. 


ELECTRICAL :INSTALLATIONS 


DUNCAN 


WATSON 
& CO, 


102 CHARING CROSS К° 
LONDON, W.C. 


1! Ш| 
? 
ye ч 4 г 


Contractors to Н.М. Government. 


ov Me жог» 
yt p” Lac 
Lor rg 
3 7 р ae í | Telephone: Telegrams 
3772 Cent " ; 
THE MOORINGS, SUNNINGDALE, BERKSHIRE, FOR С, T. WILLS, Еѕо. 4213 Gerrard London." 
Architect, T. E. Collcutt, F.R.I.B.A.) 4219 Gerran i 


TOWN & COUNTRY HOUSES. 


xxxviii __ Recent Recent English D Domestic Work 


WILLIAM • SMITH, | 


GLASSWORKS & FORGES— 


1, BALCOMBE STREET, 
LONDON, N.W. 


Telephone 2402 Paddington. 


Flat Welded Wrought 


Iron Casements 


AND 


LEADED LIGHTS IN SQUARES OF 
GENUINE OLD CROWN SHEET GLASS. 


Stained Glass and Heraldry. 


WROUGHT IRON 
HINGES, NORFOLK LATCHES, 


AND DOOR FURNITURE. 
GATES & RAILINGS, GRILLES, SCREENS, a. 


1 AN лу Bep ED ART :: O. O. 
CATAISGUE IN Celery оғ :: D THICK D 
. SLATE ROOFING. . 
ввет ь@ Теше s S. / RUSTICS & RANDOMS \ S. 
. in. 
aca Stanie ll CASEMENTS: BRASS ac: GRADUATED COURSES. 
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-- T А} (E E | THE 
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| " HS COLOUR. 
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====== ТТТ "mrs 2:2 | = Delabole A Delabole 
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QUARRIES WORKED FOR CCCLIII YEARS. 
==; | М E Samples, &c., apply— 
T. WERE, C OLD DELABOLE SLATE CO., Ltd., 


e. 
Pax ^», tos" Sine 7l NE 3 5 
DKS IES 00 уч Ж Delabole, Cornwall. 
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ELKINGTON & СО. _тр. | 


Newhall Street, BIRMINGHAM. 


ART METAL WORKERS, SPECIALISTS IN THE REPRODUCTION OF | 
ARTISTS’ AND ARCHITECTS’ OWN DESIGNS FOR 


INTERIOR AND EXTERIOR DECORATIVE METAL WORK. 


DOOR FURNITURE, PANELS, FRIEZES, BAS-RELIEFS. 


By ELKINGTON’S special Electro-depositing Process all the beauty of line and detail of handicraft is 
reproduced in perfection. The finest work of art is treated as successfully as a cheap original, and the 
process is so delicate that an engraved bank note, or a piece of lace, can be faithfully copied. 


Patterns may be of Wood, Plaster, Wax, or Metal, and work can be finished in any style—Copper, 
Bronze, Oxidised, Silvered, or Gilt. 


ESTIMATES FREE. 


The whole of the magnificent Decorative Metal Work in the New Offices of the United Kingdom Temperance and 
General. Insurance Co., Strand, London, W.C., was produced by Elkington & Co., Ltd., from designs and models by the 
artist, F. Lynn Jenkins, Esq. 


LONDON, BIRMINGHAM, LIVERPOOL, MANCHESTER, NEWCASTLE, GLASGOW, 8e., 8e. 


ELEVATORS 


(OR LIFTS) 


OTI S ELEVATORS: Electric, Hydraulic, 
Steam, &c., &c. 


€9999999909999999999990909999999990999090909990909090 


OTIS ELEVATORS are installed in the following amongst other Important Buildings : 


Balmoral. Houses of Parliament (2). Carlton Hotel (5). | Piccadilly Hotel. (30). 
Bank of England. Savoy Hotel (26). | Ritz Hotel (9). North British Hotel, 
Windsor Castle (5). Hotel Cecil (18). | Waldorf Hotel (2). | Edinburgh (7). 


Caledonian Railway Company's Princes Street Station Hotel, Edinburgh, &c. (9) ; also at 


SELFRIDGE STORE. 


0000000000000000000000000000000000000000000000 


OTIS ELEVATOR CO., Ltd., * QUEEN VICTORIA STREET, 


xl Recent English Domestic Work 


A View of one of our Showrooms, fitted with Chimney-piece, Panelling, Windows, and Doors, 
taken from an old Sixteenth Century Manor House. 


GILL & REIGATE, 73 to 85, Oxford St., London, W. 


THE LARGEST STOCK OF GENUINE ANTIQUES IN LONDON. 


Burmantofts' 
Marmo 


Is now being extensively used for internal and external work 
being made with EGG-SHELL GLAZE and closely 
resembling White Marble in Colour, Surface and Effect. 


Inspection of samples by Architects respectfully invited. | 


Leeds Fireclay Company, Ltd. 


Head Office: Wortley, Leeds. 


® Showrooms à & 3 Norfolk St., Strand, W.C. 


4l» at LIVERPOOL, HULL, BIRMINGHAM & NEWCASTLE. 


Special Issue of The Architectural Review xli 


ESTABLISHED 1844 


STAIRCASES PANELLING 


FRONT. BACK, Showing Lacing 
and method of Mounting own work. 


ART IN THE HOME. 


MAKERS OF 


JOINERY = HARRIS SCREENS 


ABERDEEN e LONDON 


Rose St. and Union St. 30, Litt'e Britain, E.C. 


Supplied COMPLETE, or TRACED, 
or PARTLY worked. 


ART WALL PAPERS.) | HARRIS & SONS, L 


DERWENT MILLS, 
Dept. E.S. COCKERMOUTH. 


THE "JACOBEAN. 


CHAS. KNOWLES & CO. 


164, KING'S ROAD, CHELSEA, LONDON, S.W. 


West End Branch—495, OXFORD STREET. 


MODEL OF TRIPLE SCREEN. 


Two-Panel Screens also supplied. 


Recent English "Dom Work 


xlii 


On War Office, Admiralty, and Crown Agents’ Lists. 


OAKELEY SLATE QUARRIES CO., Lr», 


BLAENAU FESTINIOG, N. WALES. 


London Office— 
lose 53, Parliament Street, Westminster, S.W. теерһопе—1589 Gerrarn. 


“OLD VEIN, LoNDON." 


If you want an ARTISTIC, SOUND, IMPERISHABLE, WATER-TIGHT ROOF, specify— 


^OAKELEY OLD VEIN ROOFING SLATES,” 


with over a Century's Reputation. 
Slates split to any required thickness. 
Samples may be seen that have done 70 and 105 years! service respectively, and they are still as sound as when put on roof. 
For Prices and further particulars apply to J. G. ASHMORE, as above. 


THE TRADE ONLY SUPPLIED. 
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. . LARGE STOCKS OF "T | 
ENGLISH AND FOREIGN porum | 


TEES ANGLES PLATES& } 

| OT EET JOISTS RIVETED GIRDERS = | 
> (Siemens/lartin and Bessemer) * FIREPROOF FLOORS? # 
STAACHIOAS COLUMNS 
CHEQUERED PLATES» 
RAILS BOLTS Ас. съ) 


j 
| 
| 
SECTION SHEETS & ESTI- | 
MATESONAPPLICATICNN 4 


PROMPT DELIVERY FROM [ 


STOCK ATLOWEST MARKET 
PRICES е ^ a aa 


ЧЕ c 

: Telephone Nos. = 
°` 456 & 586 Hop. l 
9492 Central. 
171 Croydon. 


MEASURES 
= CROYDON 
= = «ol. = 


Established 1778. Telegrams : " SEWARDS, LANCASTER." 
Telephone N 


A. SEWARD & CO, 


LANCASTER. 


Artists in Stained and Leaded Glass, 
Makers of Metal Casements, Cc. 


SKETCHES AND ESTIMATES ON APPLICATION. 
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H. H. MARTYN & CO, a 


London & Glasgow. CHELIEN HAM. 
HOUSE ROOFS redii 
senp FOR SAMPLES « || оаа dim 
рей WROUGHT WELDED SAVILE” BOILER 
RHIWBACH QUARRIES|| а mmm 


FOR COUNTRY | HARTLEY& SUGDEN,“ 
Makers of wrought weided and cast iron 
and thereby ensure 


Cee 


NO DANGER OF 


PLEASING EFFECTS. FRACTURE 
THROUGH CONSTANTLY 
The fullest particulars as to quality, CHANGING 
colour, etc., which are of the TEMPERATURE 


highest, will be gladly furnished. OR HEAVY FIRING. 


H. HUMPHRIS, —MÉÀ7 — 
Head Office: BLAENAU-FESTINIOG, NORTH WALES. This boiler has prove its efficiency and reliability after 12 years’ hard 


trial. No experienced engineer would experiment with any material 
other than wrought iron, where the temperature of the water often 


Telegrams: ‘‘ HuMPHRIS, BLAENAUFESTINIOG.” 
suddenly falls from 200° or more. 


М BY SPECIAL APPOINTMENT ТО 
b H.M. THE KING, THE PRINCE OF WALES, THE DUKE LATE OF SAXE 
b COBURG, THE LATE EMPRESS FREDERICK OF GERMANY, 

THE QUEEN OF SPAIN, AND THE KHEDIVE. 


40, Dea R. 
48, Guildhall Buildings, BIRMINGHAM. 
GLASGOW. 


Priced Catalogues and Estimates Free. Full-size Samples at the Show Rooms. 
14, St. Vincent Place, 
St. Ann’s Iron Works, BELFAST. 


MUSGRAVE & CO., Ltd. = TEY 


MANCHESTE 
Manufactories- ST. ANN'S IRON WORKS, and CROMAC FOUNDRY. 'BELFAST. 
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CRISPINS, BRISTOL, 


Heating, Ventilating, and Domestic Engineers. 


Jw. TT e ^ 47 ч M" ^ a ~ 
ME hight at eee ane С 
“ЖТ Poe Ы qu КА "EN X اا‎ 
uM З РЕ Vu > area 7 v3 a diata 5 
x ^ p e / VETE WP ды “гм - 
P A 65 "uu EN "LECT E 
sf PS da e c 


GRAND ATLANTIC HOTEL, WESTON-SUPER-MARE. 


JAMES CRISPIN & SONS, F.R.H.S., 


Head Offices: NELSON STREET, BRISTOL. 


“CRISPINS, BRISTOL.” 


Telegrams: 


ELASTIC 
APEX WHITE JAPAN. 


Most Beautiful White Finish. 


For Inside and Outside. Impervious to Weather and Climatic Changes. 


High-class TUN or CR JOHN MATHEWS (à CO., 
HATTON GARDEN WORKS, LIVERPOOL. 


| Telegrams: MATHEWS, LIVERPOOL did epe idt 
Paints, &c, Please write for чиш: , CONTRACTS THIS 
Samples and Prices. Liverpool Telephones: 784 Central (3 Lines). YEAR. 


Varnishes, 


HIGH-CLASS D RY 
MODERN LA U N MACHINERY 


and STEAM COOKING APPARATUS. 


Plans and Estimates Free. {- ] 


Our Long Experience is at your disposal. 


W. SUMMERSCALES & SONS, Ltd. 


Phoenix Foundry, KEIGHLEY. 
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G. A. BROWN. «< | ever ONE FANS 


167, HAMMERSMITH ROAD, W. 
Air Propeller and Blower Types. 


| ZU те Electric, Steam, and Belt Driven. 


eo Ha ther . « 


{ £ RANKEN Т7 е7 SAR 


aa Ee 4 | High Efficiency & First-Class Construction 
} аа ج‎ аа алата a س‎ 
Агс h | tectu ral have been adopted for Ventilating, amongst other Buildings: 
Е 5 Houses of Parliament, Carlton Hotel, 
Decorations Buckingham Palace, “Glasgow Herald” Offices, 
AMA War Office, Sir Wm. Arroll's Offices, 
Admiralty Buildings, &c. &c. 


In Fibrous Plaster, 
Wood, and 
Carton-= Pierre. 


Manufacturers of Every 
Description of 


Interior Woodwork. 


Telegrams: ‘‘Gabronite, London.” Telephone : 1112 Hammersmith. 


Established 1798. 


PASSENGER, 
GOODS, 
SERVICE 


LIFTS 


THE EASTON LIFT CO., Ltd., 
Broad Sanctuary Chambers, 
WESTMINSTER, 
LONDON, S.W. 


Telegrams—'' GLIDINGLY, LONDON." 


An Experience of 25 years in the DESIGN, 
CONSTRUCTION, and application of 


VENTILATING and 
WARMING PLANT 


has enabled us to achieve WORLD-WIDE. 
SUCCESS. 
Ask for Catal-gue No, 47. 


MATTHEWS & YATES, Ltd. 
Swinton, MANCHESTER. 


Also LONDON, LEEDS, GLASGOW, BELFAST, &c, 
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WARM YOUR. BUILDINGS BY 


"MAXIMUM" SYSTEM 


AND HAVE :— 

The MAXIMUM OF EFFICIENCY ! 
The MAXIMUM OF ECONOMY ! 
The MAXIMUM OF COMFORT ! 
Low First Cost ! 

No Steam Traps ! 


Smallest Pipes ! 
No Air Cocks ! 


The Boiler may be in any convenient position from 
Basement to Roof. 


The Pipes may be carried anywhere needed, regard- 
less of levels. 


The MAXIMUM OF SIMPLICITY ! 
The MAXIMUM OF CONVENIENCE! 


The MAXIMUM OF DURABILITY ! 
Patented in d in England and Abroad. 


JAMES SLATER & Co. 


ENGINEERS LTD., 


Holborn Engineering Works, 


LONDON, W.C. 


Telegrams: “ Coatostone, London." 
. THE.. 


Coatostone Decoration Co., 


COATOSTONE (Liquid'Stone), on Cement, Plaster, Stone, 
Woodwork, &c., gives a perfect effect of natural stone. 


Telephone: Central 14410. 


For Particulars apply :— 


ТТ, MORTIMER ST., LONDON, W. 


. An Example of Exterior COATOSTONE Decoration. 


Specialities :— 


COATOSTONE (хна: patests),, SPECIAL WHITE ROUGH CAST, 

STONE STUC, STONE PRESERVATIVES, DECORATIONS, 

MARBLE and STONE WORK, FIBROUS PLASTER WORK, 
OAK PANELLING AND PARQUET FLOORS. 


Gold Medal Awarded, Franco-British Exhibition, 1908. 


E. L. LUTYENS, A.R.A., F.R.I.B.A. 
ERNEST GEORGE, A.R.A., F.R.I.B.A. 


MARDON & MILLS, 


Builders, 
FARNHAM, 


Have amalgamated the business of TOMPSETT & co. A. G. MARDON, and J. MILLS, and have taken 
over the Yards, Machinery, and Stocks of the above firms, and are executing and are prepared to tender for the best 
Domestic Work in West Surrey and East Hants. 


Work executed and in course of erection by the above Firms for— 


NIYEN, WIGGLESWORTH & FALKNER, F.R.I.B.A. 


SURREY, 


CURTIS GREEN, F.R.I.B.A. 
Professor FRED SIMPSON, F.R.I.B.A. 
W. H. ANSELL, A.R.I.B.A., etc., etc. 


ESTABLISHED 1834. 


WILLIAM COWLIN & SON, 


Telegrams — ** CONSTRUCT, Bnisror." 


Builders, 


Decorators, 


Stratton Street, 


BRISTOL. 


Contractors for Armoured Concrete. 
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HIGGINS & GRIFFITHS, 4, ALBANY ST. 


ELECTRICAL ENGINEERS, LONDON, N.W. 


—  —ь 


Country . . 
House... 
Installations 


KNEBWORTH HOUSE, recently lighted for the EARL of LYTTON. 


INSTALLATIONS CARRIED OUT ON THE * HIGGINS-GRIFFITHS ” SYSTEM, GUARANTEED FOR ANY PERIOD. 


Telephone: No. 130 MAYFAIR. Telegrams: * UNRECKONED, LONDON.” 


VERRINE ERASER 


has the unique property of 


Erasing ink lines 
from Tracing Cloth 


without damaging the surface of the 
material in any way. 


S NORTON. & GR REGORY Lro. 3 PED 
Tz = E _ ESTMINSTER — — SEED 


جک ———— 


Price 10/- per box. 


The above übers indicate the number of кро of Eraser 
of the respective sizes ir a box. 


Shuffrey & Co., 


Showrooms : 
38, Welbeck Street, 
Cavendish Square, London, W. 


Designers & Manufacturers of 


STOVES AND CHIMNEY PIECES. 
WALL PAPERS. 

WOOD AND METAL WORK. 
PLASTER CEILINGS. 


Telegraphic Address : “ Shuffrey, London." 
Telephone No, 3661 Mayfair. 
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WOODWORK] 


Architectural 
and Decorative. 


di E 
STAIR- DOORS 
CASES. for 
ROYAL 
CHIMNEY- MAN: 
PIECES. a 
PANEL- PACKET 
LING. CO. 
COUNTERS. ш 
SOOHS JAMAICA. 
BOOK- 
CASES. .L.U.GRACE, 
Esq., 
IPARQUET. А.КІ.В.А. 
* de 


*TUDORESRH " 
patent oak panelling, 
lixed 1/6 square foot. 


H. C. CLEAVER, LTD., 


35a, BERNERS STREET, W., 
And Tudor Works, Park Royal, N.W. 


INTERIOR WOODWORK, JOINERY, 
Ахр BUILDING DEPARTMENT, 
e 


UNDER THE DIRECTION OF 
Мк. P. MORTON (FORMERLY MANAGING 


PARTNER OF MESSRS. JAMES GARVIE & Sons). JOINERS, CABINETM AKERS, CA RVERS, AND 
| GENERAL WOODWORK CONTRACTORS, 


PANELLING, FLOORS, STAIRCASES, 
CHIMNEY-PIECES, FITMENTS, ETC. 


BANK, OFFICE, AND SHOP FITTINGS 
AND FURNITURE. 


| WORKS: | OFFICES: 

FURNISHINGS FOR Boangp-Roows, iK OAD 6 

LIBRARIES, AND PUBLIC BUILDINGS. WILLOWBAN ROAD. 369, UNION STREET, 
CHURCH SEATING AND FURNITURE. TELEPHONE No. 1633. | TELEPHONE No. 433. 


PULPITS, SCREENS, STALLS, ETC. 


SCHOOL FURNITURE AND DESKS. 


Mo ODERN GLASSHOUSES, embodying the latest 
improvements in design and construction, and made 
from the best material by the most competent work- 
manship, are illustrated and described in our Catalogue, 
which may be had on application. As specialists for 50 
years in Glasshouse. construction, our Glasshouses are 
unrivalled for durability and give lasting satisfaction. 


Pians and estimates for ail kinds of Glasshouses 
and Heating sent free on receipt of particulars. 


War Office, etc.. etc. Awarded G olt Medal of the Sc ciety of 


Contractors to H.M. Bcard of Works, H.M. Admiralty, Н.М. e 
Architects and Six Medals of the Royal Horticultural Society, 


HORTICULTURAL BUILDERS & HEATING ENGINEERS 
LOUGHBOROUGH * LEICESTERSHIRE 
London Office, 122 VICTORIA ST-S-W 


& A. OGILVIE, 


ABERDEEN. 


TELEGRAMS—"' INTERIORS, ABERDEEN." 
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H. J. CASH € Co. ta. 


ELECTRIC LIGHT & POWER ENGINEERS. 


Heating & Ventilating Engineers. 


{eating Contractors for New General Post Office, Newgate St. 
{eating Contractors for New Duke of York's Schools, Dover. 
Aghting Contractors for New Essex County Asylum, Colchester. 


“he above illustration shows Rushton Hall, Northants, one of many important country 
residences recently equipped by us with a complete installation of Electric 
Lighting Plant, Pumping Machinery, Bells, and Telephones. 


,DDRESS е 


S.W. 


Contractors to the Lords Commissioners of the Admiralty. 
Contractors to the War Office. 
Contractors to H.M. Office of Works. 


ed for the ا‎ of'' THE BUILDERS’ JOURNAL AND ARCHITECTURAL ENGINEER," ОЁ“ THE ARCHITECTURAL REVIEW,” and “* SPECIFICATION,” 
y EYRE & SPOTTISWOODE, kád., Downs Park Road, N.E.; and Published at Great New Street, Fetter Lane, London, E.C. 
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